
WELL CONSTRUCTION LOGS 
     
TtNUS Wells      

     
100-series 200-series (cont.) 200-series (cont.) 400-series 500-series (cont.) 
MW-101D MW-205D MW-217S  MW-401B MW-515SG 
MW-101M MW-206D MW-217SG MW-401S MW-516M 
MW-101S MW-206M MW-217D MW-402B MW-517S 
MW-102D MW-206MR  MW-402S MW-517SG 
MW-102M MW-206S 300-series  MW-518S 
MW-102S MW-206SR MW-301B 500-series MW-518SG 
MW-103D MW-207B MW-301D MW-501B MW-519S 
MW-103M MW-207D MW-301S MW-501D MW-519SG 
MW-104B MW-207DR MW-302B MW-501S MW-520S 
MW-104D MW-207M MW-302D MW-502B MW-520SG 
MW-104M MW-207MR MW-302S MW-502D MW-521S 
MW-104S MW-207S MW-302SG MW-502S MW-522S 
MW-110D MW-207SR MW-303B MW-503B MW-523S 
MW-110M MW-208B MW-304B MW-503D MW-523SGD 
MW-110S MW-208D MW-304D MW-503M MW-523SGM 
MW-111D MW-208M MW-304S MW-503S MW-523SGS 
MW-111M MW-208S MW-305B MW-504B MW-524B 
MW-111S MW-209B MW-305BR MW-504D MW-525S 
MW-111SG MW-209D MW-305D MW-504S MW-525SG 
MW-112B MW-209S MW-305DR MW-505B MW-526S 
MW-112D MW-210B MW-305S MW-505D MW-526SGD 
MW-112M MW-210D (NEW) MW-305SR MW-505M MW-526SGM 
MW-113B MW-210S MW-306B MW-505S MW-526SGS 
MW-113M MW-211B MW-306DB MW-506B MW-527S 
MW-120S MW-211D MW-307B MW-506B replacement  MW-527SG 

 MW-211M MW-307DB MW-506D MW-528S 
Ferry Creek  MW-211S MW-308B MW-506M MW-528SG 
Piezometers MW-212B MW-308DB MW-506S MW-529S 
FCP-1 MW-212D MW-309B MW-507B MW-529SG 
FCP-2 MW-212M MW-309D MW-507D MW-530S 
FCP-3 MW-212S MW-309S MW-507S MW-531S 
FCP-4 MW-213B MW-310B MW-507SG MW-532S 
FCP-5 MW-213DB MW-310D MW-508B MW-533B 
FCP-6 MW-213S MW-310S MW-508D MW-533D 
FCP-7 MW-213SG MW-311B MW-508S MW-533S 
FCP-8 MW-214B  MW-311D MW-508SG MW-534S 

 MW-214D MW-311S MW-509M MW-534SG 
200-series MW-214M MW-312B MW-510M MW-535S 
MW-201B MW-214S MW-312D MW-511M MW-535SG 
MW-201D MW-214SG MW-312S MW-512M MW-536S 
MW-202D MW-215B MW-313B MW-513S MW-536SG 
MW-202S MW-215DB MW-313D MW-513SG  
MW-202SG MW-215S MW-313S MW-514B Aquifer Test Well 
MW-203D MW-215SG  MW-514D TW-01 
MW-203S MW-216B  MW-514S  
MW-203SG MW-216DB  MW-514SG  
MW-204D MW-217B  MW-515S  

 
 
 
 
 



WELL CONSTRUCTION LOGS 
    

    
Foster-Wheeler OU1 Data Conestoga-Rovers Weston Wells 
(post closure wells) (post closure wells cont.) 375 Barnum Ave.  

    
PC-01B PC-14B CRA-1D (SB-1) WA120A6-E512-541 
PC-01D PC-14D CRA-1S (SB-1)  
PC-01M PC-14S CRA-2D(SB-2)  
PC-01S PC-15B CRA-2S  
PC-02B PC-15D CRA-3(SB-6)  
PC-02D PC-15S CRA-4S The Dock 
PC-02M PC-16B CRA-6D (SB-9) MW-1B 
PC-02S PC-16D CRA-6S (SB-9A) MW-1M 
PC-03B PC-16M CRA-7 (SB-11) MW-1S 
PC-03D PC-16S CRA-8(SB-13) MW-2S 
PC-03S   MW-3S 
PC-04B (recovery wells) 540 Longbrook Ave. MW-4B 
PC-04D RW1 MW-1 MW-4M (MW-4D) 
PC-04S RW2 MW-2A MW-4S 
PC-05B RW3 MW-3A  
PC-05D RW5 MW-4  
PC-05M RW6 MW-5  
PC-05S  MW-6  
PC-06B  MW-7  
PC-06D  MW-8  
PC-06M  MW-9  
PC-06S  MW-10  
PC-07S  MW-BR-1  
PC-08B  MW-BR-2  
PC-08D  MW-X  
PC-08S  MW-Y  
PC-09D  MW-Z  
PC-09S  PZ-11  
PC-10B  PZ-12  
PC-10D  PZ-13  
PC-10M  PZ-14  
PC-10S    
PC-11B    
PC-11D    
PC-11M    
PC-11S    
PC-12B    
PC-12D    
PC-12S    
PC-13B    
PC-13D    
PC-13M    
PC-13S    
    

 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. Site 
Stratford, CT 

U.S. EPA 

Penn Drill Earl Pye 

Denis Mac Dougall 

 

04/07/94 
 

0890 
MW-101D 

MF-MW-101D 

Morgan Francis 
 

2.05 

1.11 

Cement 
 
4.8 ft 
0.35 ft 

Steel 
4.95 ft 
6.1 ft 

2 3/8”  2” 
Schedule 40 PVC 

Bentonite Grout 
54.8 ft 
Bentonite Tablets 

57.1 ft 
58.9 ft 
6 in 
Schedule 40 PVC 

0.010” factory slotted
2 3/8”  2” 

 Silica sand 

68.9 ft 

69.7 ft 

Bentonite Tablets 
72.4 ft 

 

 
8.5 ft 

10.56 ft 

 
10.71 ft 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. sites 
Stratford, CT 

US EPA 
Penn. Drilling Earl Pye 

Denis MacDougall 
 

04/12/94 
 

0890 
MW-101M 

MF-MW-101M 

Morgan Francis property 
 

2.05 ft 

1.15 ft 

Cement 
 
4.9 ft 
3.5 in 

Steel 

4.95 ft 
5 ft. 10 in. 

2 3/8”     2” 
Schedule 40 PVC 

Grout 
17 ft 1 in 
Bentonite Tablets 

19 ft 2 in 
21 ft 
6 in 
Schedule 40 PVC 

0.010” factory slotted 

 2 3/8”  2” 
Silica Sand 

26 ft 

N/A 

N/A 
27 ft 1 in 

 

9.1 ft 

11.21 ft 

11.36 ft 

WL = 7.6 ft from top of PVC 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. site 
Stratford, CT 

US EPA 

Penn. Drilling Earl Pye 

John Verban 
 

04/12/94 
 

0890 
MW-101S 

MF-MW-101S 

Morgan Francis Property 
 

2.04 ft 
1.87 ft 

Cement 
 
5 ft 
 

Steel 

4.96 ft 
6 ft 

2 3/8 in 2 in 

Schedule 40 PVC 

N/A 
6 ft 
Bentonite 

8.3 ft 
9.4 ft 
6 in  
Schedule 40 PVC

0.010” factory slotted
2 3/8 in 2 in 

Silica sand 

14.4 ft 

14.4 ft 

Silica sand 
15.4 ft 

 

8.6 ft 

10.51 ft 

10.65 ft 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. Sites 
Stratford, CT 

US EPA 

 Penn Drilling 

Bill Wentworth 
 

04/27/84-04/26/94 
 

0890 
MW-102D 

MF-MW-102D 

Morgan Francis property 
 

2.20 ft 
1.97 ft 

Cement 
 
4.5’ 
6 in 

Steel 

5.0’ 
6’ 

2 3/8”   2” 

PVC 

Bentonite Grout 
96’ 
Clay 

99’ 
101.5 
 
PVC screen 

0.010” factory slotted 
2 3/8” 2” 

Sand 

111.5’ 

115.0’ 

Sand 
115’ 

 

9.6 ft 

11.80 ft 

12.05 ft 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. sites 
Stratford, CT 

US EPA 

Penn. Drilling  

Bill Wentworth 
 

04/28/94-04/29/94 
 

0890 
MW-102M 

MF-MW-102M 

Morgan Francis property 
 

2.10 ft 
1.63 ft 

Cement 
 
4.5’ 
6 in 

Steel 

5.0’ 
6.0’ 

2 3/8”  2” 
PVC 

Bentonite Grout 
15.5’ 
Clay 

17.5’ 
20’ 
6 in  
PVC screen 

0.010” factory slotted 

2 3/8”  2” 
Sand 

30’ 

32’ 

Sand 
32’ 

 

9.6 ft 

11.30 ft 

11.73 ft 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. sites 
Stratford, CT 

US EPA 

Penn. Drilling  

Bill Wentworth 
 

04/28/94-04/29/94 
 

0890 
MW-102S 

MF-MW-102S 

Morgan Francis property 
 

2.07 ft 
1.72 ft 

Cement 
 
2.5’ 
6 in 

Steel 
2.8’ 
Sand 

2 3/8”   2” 
Schedule 40 PVC 

Sand 
3.0’ 
Clay 

5.0’ 
6.0’ 
6” 
PVC screen 

0.010” factory slotted
2 3/8” 2” 

Sand 

10’ 

10.5’ 

Sand  
10.5’ 

 

9.6 ft 

11.40 ft 

11.74 ft 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. sites 
Stratford, CT 

US EPA 

Penn Drilling Co. E. Pye 

K. Jalkut  
 

 
 
 
 
 
 
Threaded End Cap 

 

0890 
MW-103D 

MF-MW-103D 

Morgan Francis center 
 

2.27 ft 
2.14 ft 

Cement 
0-4.5’ 
4.5-5’ 
 

Steel 

~ 5-5.5’ 
6’ 

2 3/8 in  2 in 
Schedule 40 PVC 

Bentonite Slurry 
66.5 ft 
Bentonite Tablets 

68 ft 
73 ft 
6 in 
Schedule 40 PVC 

0.010” factory slotted 
2 3/8 in 2 in 

Silica sand (00N) 

83 ft 

84 ft 
Bent. Slurry 108-88’; 
Bent. Chips/sand 88-84’

108 ft 

 
 
 
 
 
Centralizer – below mid screen 
 
 
 
 
Cored Bedrock – 88 ft-108’ 
Failed packer test – backfilled 
108-84 ft. Installed deep overburden 
well. 

13.0 ft 

15.47 ft 

15.59 ft 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. Sites 
Stratford, CT 

US EPA 

Penn. Drilling Co. Earl Pye 

 
 

04/28/94 
 

0890 
MW-103M 

MF-MW-103M 

Morgan Francis property 
 

2.46 ft 
2.33 ft 

 
 
 
6 in 

 
 
 

2.375”   2.0” 
Schedule 40 PVC 

Bentonite Slurry 
23’ 
Bentonite Pellets 

26’ 
28’ 
6” 
Schedule 40 PVC 

0.010” factory slotted

2.25” 2.0” 
Sand, No. 20-30 

38’ 

40’ 
N/A 

40’ 

 

12.6 ft 

15.02 ft 

15.13 ft 



Raymark Offsite Drilling 

Stratford, CT 

U.S EPA, Region I 

Aquifer Drilling & Testing S. Bray 

D. Whalen 2-15-99 

  

 

SB-104B 

MW-104B 

Morgan Francis Property 

104 Cluster 

10.96’ 

Concrete 

2.36’ 
8.6’ 

10.30’ 

Steel 

4” 

1.5’ 

2.5’ 

117.9’ 

None 

18” 

Bentonite Slurry 

 

Schedule 40 PVC 

 2.25”   2” 

4.0’ 

Schedule 40 PVC 

    2” 2.25” 

0.02” factory slotted 

3” 

84.5’ 

N/A 

119.7’ 

Bentonite Chips 

87.7’ 

87.9’ 

N/A 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. Site 
Stratford, CT 

US EPA 

Penn. Drilling Dick Miller 

Joseph Mello 
 

04/20/94 

Centralizer @ 74.0’ 
 
 
 
Threaded end cap    79.5’ 

0890 
MW-104D 

MF-MW-104D 

Morgan Francis property 
 

2.20 ft 

1.99 ft 

Portland Cement Grout 
 
4.5 
4” 

Steel 

5.0 
5.5 

2 7/8”    2” 
PVC 

Bentonite Grout 
64.5 
Bentonite Pellets 

66.8’ 
69.0’ 
 
PVC 

0.010” factory slotted 

2 3/8”   2” 
Coarse sand 

79.0’ 

80.0 
Bentonite Pellets 

~81 ft 

 

8.8 ft 

11.03 ft 

11.20 ft 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:
BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)
TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective
Indicates that Surveyed Ground Elevation Not

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. Sites 
Stratford, CT 

US EPA 
Penn Drilling Dick Miller 

Joseph Mello (BEI) 
 

04/20/94 
 

0890 
MW-104M 

MF-MW-104M 

Morgan Francis property 
 

2.10 ft 
1.99 ft 

Portland Cement Grout 
 
4.5’ 
4” 

Steel 

5.0’ 
5.5’ 

2 3/8 ”   2” 
PVC 

Bentonite Grout 
19.0’ 
Bentonite Pellets 

21.3’ 
23.5’ 
6 ¾” 
PVC 

0.010” factory slotted 
 2 3/8”    2” 

Coarse Sand 

27.5’ 

29.0’ 
  N/A 

29.0’ 

 

9.4 ft 

11.44 ft 

11.56 ft 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. Site 
Stratford, CT 

US EPA 

Penn. Drilling D. Miller, Jim Adams, Jim Lang 

K.Jalkut, Joe Mello 
 

04/20/94 

Note: 
Based on comment on original 
well construction log for MF-
MW204S, construction was 
amended.  J. Adams cut down a 
new piece of steel protective 
casing so that it was only 6 ft in 
length.  Old protective casing and 
well construction materials 
removed from 0 to 3 ft.  
 - New protective casing advanced 
to 3.55 ft. 
 - Coarse bentonite chips and 
bentonite granules (crumbles) 
added 3 ft to 1 ft  (High water 
table) 
 - Portland cement mixed with 
sand added from 1 ft to 0 ft 
 - See original well construction 
log 
 
NM = not measured 
N/A = not applicable 

0890 
MW-104S (amended) 

MF-MW-104S 

Morgan Francis property 
 

2.45’ 

2.24’ 

Portland Cement (0-1’) 
Bentonite chips/gravel 
(1-3’) 

 
3 ft 
4 in 

Steel 
3.55 ft 
4.4 ft 

2 3/8”   2” 
Schedule 40 PVC 

Fine sand 
4.4 ft 
Bentonite Pellets 

5.3 ft 
6.5 ft 
6 in 
Schedule 40 PVC 

0.010” factory slotted
2 3/8 in   2 in 

Fine sand 

10.5 ft 

N/A 

N/A 
11.0 ft 

 

8.7 ft 

10.99 ft 

11.17 ft 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. site 
Stratford, CT 

US EPA 
Penn. Drilling Co. Earl Pye 

K.Jalkut 
 

04/18/94-04/19/94 

Note: 
- high water table precluded use of 

cement below 2 ft. water table 2’ 
(04/19/94) (not lower aquifer) 

- driller added bentointe slurry to 0 
ft on 04/18/94 – settled 17’ on 
04/19/94 

- completed construction on 
04/19/94 

- during 04/18/94 construction, 
driller added an extra foot for the 
seal (inadvertently) and 2 extra 
feet for filter pack 

- centralizer installed mid screen  
- threaded well point at base of 

previous section 
- bedrock @ ~53 ft 6 in 
- length of protective casing 5.5 ft 

0890 
MW-110D 

MW-110D 

Spada – Blue Goose Resturant 
 

0.5 IN 
N/A 

Portland Cement 2’-0’ 
Bent. Chips 4’4”-2’ 

 
4 ft 4 in 
6 in 

Steel – 1ft, Galv. Steel-stovepipe 4.5 ft 

5.5 ft 
6 ft 

  2 3/8 in   2 in 

Schedule 40 PVC 
Bent. Slurry 35.5-17’; Bent. 
Chips/sand, 17’-6 ft

35.5 ft 
Bentonite Chips 

38.5 ft 
42.5 ft 
6 in 
Schedule 40 PVC 

0.010” slot openings

  2 3/8 in   2 in 
Silica sand (00N) 

52.5 ft 

53.5 ft 

Bentonite Chips 
55 ft 

    

9.6 ft 

9.48 ft 

9.75 ft 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. Site 
Stratford, CT 

US EPA 

Penn. Drilling P. Waddell 

D. MacDougall 
 

04/25/94 
 

0890 
MW-110M 

SP-MW-110M 

Spada Property 
 

0.3 ft 

0.5 ft 

Cement 
 
4.9 ft 
6 in 

Aluminum Road Box 

5.2 ft 
5.9 ft 

2 3/8 in   2 in 
Schedule 40 PVC 

Bentonite Slurry 
14.8 ft 
Bentonite Pellets 

16.0 ft 
18.0 ft 
6 in 
Schedule 40 PVC 

0.010” factory slotted
 2 3/8 in   2 in 

 

28 ft 

N/A 

N/A 
28.8 ft 

 

9.7 ft 

9.28 ft 

9.85 ft 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. Site 
Stratford, CT 

US EPA 

Penn Drilling  

Bill Wentworth 
 

05/02/94 
 

0890 
SP-MW-110S 

SP-MW-110S 

Behind Blue Goose 
 

+ 0.1 ft 

0.35 ft 

Cement 
1.5’ clay chips 
4.0 clay chips 
6 in 

 
4.5’ 
 

2 3/8”  2” 
Schedule 40 PVC 

Sand 
5.0’ 
Clay 

6.5’ 
8.0’ 
6” 
PVC screen 

0.010” factory slotted 
2 3/8”   2” 

Sand 

14’ 

15.0’ 

Sand 
15’ 

 

9.8 ft 

9.62 ft 

9.96 ft 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. Site 
Stratford, CT 

US EPA 

Penn Drilling P.Waddell 

Denis MacDougall (HNUS) 
 

04/28/94 
 

0890 
MW-111D 

SP-MW-111D 

Spada Property 
 

1.9 ft 
1.75 ft 

Cement 
 
4.8 ft 
6 in 
Steel 

5.1 ft 
6.1 ft 

  2 3/8 in   2 in 
Schedule 40 PVC 

Bentonite Grout 
73.5 ft 
Bentonite Chips 

76.8 ft 
79.3 ft 
6 in 
Schedule 40 PVC 

0.010” factory slotted 

2 3/8 in   2in  
Silica Sand 

89.3 ft 

90.4 ft 

Bentonite Pellets 
91.0 ft 

 

10.5 ft 

12.33 ft 

12.49 ft 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. site 
Stratford, CT 

US EPA 

Penn Drilling P.Waddell 

D.MacDougall (HNUS) 
 

04/29/94 
 

0890 
MW-111M 

SP-MW-111M 

Spada Property 
 

2.05 ft 

1.80 ft 

Cement 
 
 
6 in 

Steel 

4.7 ft 
4.95 ft 

  2 3/8 in   2 in 
Schedule 40 PVC 

Bentonite Grout 
19.9 ft 
Bentonite Pellets 

22.1 ft 
24.0 ft 
6 in 
Schedule 40 PVC 

0.010” factory slotted

 2 3/8 in   2 in  
Silica Sand 

34.0 ft 

N/A 

N/A 
35.5 ft 

 

10.8 ft 

12.70 ft 

12.98 ft 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. Site 
Stratford, CT 

US EPA 

Penn Drilling  P.Waddell 

D.MacDougall (HNUS) 
 

05/03/94 
 

0890 
MW-111S 

SP-MW-111S 

Spada property 
 

2.05 ft 
1.90 ft 

Cement 
 
2.9 ft 
4 in 
Steel 

3.45 ft 
4.0 ft 

2  3/8in   2 in 
Schedule 40 PVC 

N/A 
4.0 ft 
Bentonite Pellets 

4.9 ft 
6 ft 
6 in 
Schedule 40 PVC 

0.006” factory slotted 

  2 3/8 in   2 in 
Silica Sand 

10.0 ft 

N/A 

N/A 

10.5 ft 

 

10.3 ft 

12.03 ft 

12.30 ft 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark OU-2 
Stratford, CT 

 U.S EPA Region I 

ADT    Marques Larabie 
J. Lambert  
J. Danieli, D. Hartigan  

  10/3/02 
  8/18/03, 9/22/03 

N4236-0320 
MW-111SG 

SB-111SG 

Next to Ferry Creek on Ferry 
(next to ski shop) 

3.0’ 

2.5’ 

Concrete pad 
18” 
1.0’ 
4” 

Steel casing
2.0’ 
3.0’ 

 1 1/8”      ¾” 
PVC 

    N/A 
3.0’ 
Granular bentonite

4.5’ 
 4.9’ 

0-5’ = 5”, 5-6’ = 3” 

PVC 
0.010” 

2.375”      2” 
Med. sand 

6.0’ 

6.0’ 

N/A 
6.0’ 

Note – see pg. 83 of rig 2 log # 3 for screen details. 

 

 

 

TtNUS Form 0059 

Elevation Top of Protective Casing  
13.58 feet 
 
Elevation Top of Riser Pipe    N/A 

10.4 feet 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. Site 
Stratford, CT 

US EPA 

Penn. Drilling Paul Waddell 

Denis MacDougall 

Depth bottom of surface seal  2.0 ft 
Type of fill             Bentonite Chips 

04/18/94 
 

0890 
MW-112B 

SP-MW-112B 

Spada Property 
 

0.10 ft 

0.5 ft 

Cement 
 
4.5 ft 
6 in 
Road Box 

5.5 ft 
7.3 ft 

  2 3/8 in   2 in 
Schedule 40 PVC 

Bentonite Grout 
41 ft 6 in 
Volclay Tablets 

45 ft 1 in 
47 ft 
6 in 
Schedule 40 PVC 

0.010” factory slotted 

   2 3/8 in     2 in 
Silica Sand 

57 ft 

58 ft 

Volclay Chips 
63 ft 

 

7.0 ft 

6.41 ft 

7.06 ft 



Raymark OU2 

Stratford, CT 

U.S EPA, Region I 

Penn Drilling P. Waddell 

D. MacDougal 4-21-94 

  

4847 

SP-MW-112D 

MW-112D 

Spada Property 

 

7.02’ 

Cement 

0.26’ 
7.0’ 

6.74’ 

Roadbox 

6” 

4.8’ 

5.4’ 

42’ 

Silica Sand 

 

Bentonite Slurry 

 

Schedule 40 PVC 

 2 3/8”   2” 

8.2’ 

Schedule 40 PVC 

    2” 2 3/8” 

0.01” factory slotted 

6” 

33.5’ 

N/A 

42.5’ 

Bentonite tablets 

35.8’ 

38’ 

42.5’ 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. site 
Stratford, CT 

US EPA 

Penn Drilling P.Waddell 

D. MacDougall 
 

04/20/94 
 

0890 
MW-112M 

SP-MW-112M 

Spada property 
 

0.0 ft 

0.5 ft 

Cement 
 
4.9 ft 
6 in 

Road Box 

5.5 ft 
5.9 ft 

  2 3/8 in   2 in 
Schedule 40 PVC 

Bentonite Slurry 
19.3 ft 
Bentonite Pellets 

21.9 ft 
24 ft 
6 in 
Schedule 40 PVC 

0.010” factory slotted

 2 3/8 in   2 in 
Silica sand 

34 ft 

35.3’ 
     N/A 

35.3 ft 

 

7.1 ft 

6.73 ft 

7.27 ft 



 

PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark Industries Inc. sites 

       Stratford, CT 

US EPA 
Penn. Drilling 

Joseph Mello 

9.20 ft 

  E. Pye 

04/29/94 

0890 
 MW-113B-SP 
SP-MW-113B 

Spada property 
  

 
1.83 ft 

 

 

 

1.58 ft 

Cement 

2.5” 

4” 
Steel 
5’ 

6’ 

  2” 2 3/8” 

Schedule 40 PVC

Bentonite Grout 
92.5’ 
Bentonite Chips 

94.5’ 
96.5’ 

6” 

0.010” factory slotted

         2 3/8”           2” 
#N00 fine sand 

106.5’ 

108.0 ft 

108.0

Schedule 40 PVC 

 

7.1 ft 

8.96 ft 



 

PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. site 
Stratford, CT 

US EPA 

Penn Drilling Earl Pye 

K.Jalkut 
 

05/02/94-05/03/94 

 

0890 
SP-MW-113M 

SP-MW-113M 

Turnpike Liquors-Stratford, CT 
 

1.95 ft 

1.60 ft 

Portland Cement 
 
1 ft 
4 in 

Steel 

5 ft 
 

 2 3/8 in   2 in 
Schedule 40 PVC 

Bentonite Slurry (Grout) 
23 ft 8 in 
Bentonite Tablets 

26 ft 1 in 
28 ft 
6 in 
Schedule 40 PVC 

0.010” slot opening 

 2 3/8 in    2 in 
Silica Sand – 00N 

38 ft 

38.5 ft 

N/A 
N/A 

Note: 
       @ ~ 1 ft (05/02/94) 
 
Static water level (05/03/94)  1’ 3 in 
 
Precludes use of cement below 1 ft for 
a surface seal 
 
Portland Cement – 1’ to 0 ft 
Bentonite Chips and crumbles 
granular - 4’6” to 1 ft 
Sand Drain – 6’1” TO 4’6” 
Bent. Chips - 7’ to 6’1” 
Bent. Slurry – 23’8” to 7’ 
         Lower aquifer – 6.27 ft  
(05/03/94) 
 
Centralizer used – mid. Screen 
 
Threaded end plug 

7.1 ft 

8.76 ft 

9.14 ft 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark Industries Inc. site 
Stratford, CT 

US EPA 

Pennsylvania Drilling Dick & Ted Miller 

Joseph Mello 
 

04/05/94 
 

0310 
BC-MW-120 

SP-BC-120 

Housatonic Boat Club 
 

Flush to ground 

0.2 ft 

 
 
 
6” 

Stainless steel/iron 

5’ 
 

  2 5/16”    2” 
PVC 

 
6’ 
Bentonite Chips 

8.5’ 
11.9’ 
6 6/8” 
PVC casing 

.010” factory slotted 

 2 5/6”   2” 
Med. sand 

21.9 ft 

22.0’ 

N/A 

22.0’ 

 

8.3 ft 

8.00 ft 

8.20 ft 











PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark OU2 
Stratford, CT 

U. S EPA Region 1 
Tetra Tech NUS, Inc. T. Dorgan 
T. Dorgan 
D. Hartigan 

2/5/03 
 10/03/03 

N4236-0320 
FCP-04 

FCP-04 

 
 

N/A 

N/A 
N/A 
N/A 
N/A 

None 
N/A 
N/A 

1.375”   1” 
Sched. 40 PVC 

N/A 
N/A 
N/A 

N/A 
5.0’ 
 
Sched. 40 PVC 

Hand-saw cut 1/16” slotted 

1.375” 1” 
N/A 

6.0’ 

N/A 

N/A 
6.0’ 

This was a hand-made PVC well that 
was manually driven into the creek 
bottom sediment.  There were no 
drilling or well materials used other 
than the drive point itself. 

 

 

 

TtNUS Form 0059 

 LENGTH OF RISER PIPE ABOVE 
GROUND/SEDIMENT SURFACE (Ft.) 

             4.9 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark OU2 
Stratford, CT 

U. S EPA Region 1 
Tetra Tech NUS, Inc. T. Dorgan 
T. Dorgan 
D. Hartigan 

2/5/03 
 10/03/03 

N4236-0320 
FCP-05 

FCP-05 

 
 

N/A 
4.35’ 

N/A 
N/A 
N/A 
N/A 

None 
N/A 
N/A 

1.375”   1” 
Sched. 40 PVC 

N/A 
N/A 
N/A 

N/A 
4.3’ 
 
Sched. 40 PVC 

Hand-saw cut 1/16” slotted 

1.375”  1” 
N/A 

5.3’ 

N/A 

N/A 
5.3’ 

This was a hand-made PVC well that 
was manually driven into the creek 
bottom sediment.  There were no 
drilling or well materials used other 
than the drive point itself. 
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PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark OU2 
Stratford, CT 

U. S EPA Region 1 
Tetra Tech NUS, Inc. T. Dorgan 
T. Dorgan 
D. Hartigan 

2/5/03 
 10/03/03 

N4236-0320 
FCP-06 

FCP-06 

 
 

N/A 
 

N/A 
N/A 
N/A 
N/A 

None 
N/A 
N/A 

1.375”   1” 
Sched. 40 PVC 

N/A 
N/A 
N/A 

N/A 
4.85’ 
 
Sched. 40 PVC 

Hand-saw cut 1/16” slotted 

1.375”  1” 
N/A 

5.85’ 

N/A 

N/A 
5.85’ 

This was a hand-made PVC well that 
was manually driven into the creek 
bottom sediment.  There were no 
drilling or well materials used other 
than the drive point itself. 

 

 

 

TtNUS Form 0059 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark OU2 
Stratford, CT 

U. S EPA Region 1 
 

Tetra Tech NUS, Inc. T. Dorgan 
 T. Dorgan 

D. Hartigan 
2/5/03 
 10/03/03 

N4236-0320 
FCP-07 

FCP-07 

 
 

N/A 
 

N/A 
N/A 
N/A 
N/A 

None 
N/A 
N/A 

1.375”   1” 
Sched. 40 PVC 

N/A 
N/A 
N/A 

N/A 
5.8’ 
 
Sched. 40 PVC 

Hand-saw cut 1/16” slotted 

1.375”  1” 
N/A 

6.8’ 

N/A 

N/A 
6.8’ 

This was a hand-made PVC well that 
was manually driven into the creek 
bottom sediment.  There were no 
drilling or well materials used other 
than the drive point itself. 

 

 

 

TtNUS Form 0059 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark OU2 
Stratford, CT 

U. S EPA Region 1 
Tetra Tech NUS, Inc. T. Dorgan 
T. Dorgan 
 D. Hartigan 

2/5/03 
 10/03/03 

N4236-0320 
FCP-08 

FCP-08 

 
 

N/A 
3.5’ 

N/A 
N/A 
N/A 
N/A 

None 
N/A 
N/A 

1.375”   1” 
Sched. 40 PVC 

N/A 
N/A 
N/A 

N/A 
5.25’ 
 
Sched. 40 PVC 

Hand-saw cut 1/16” slotted 

1.375”  1” 
N/A 

6.25’ 

N/A 

N/A 
6.25’ 

This was a hand-made PVC well that 
was manually driven into the creek 
bottom sediment.  There were no 
drilling or well materials used other 
than the drive point itself. 
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PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  

Stratford, CT 
 

MW-201B 

SB-201B

~5’ east of MW-201D, on 

DOT Traffic Island beside Rt.95 

Aquifer Drilling & Testing Marty Harrington 

12/03/98 

US EPA – Region 1 

0.57’ 

15.12’ 

14.62’ 

 
Concrete 

18” 

1.0’ 

8” 

Steel Road Box 

2.0’ 

3.0’ 

2.25” 2” 

Schedule 40 PVC 

Bentonite Slurry 

40.8’ 

Bentonite Chips (hydrated) 

43.7’ 

45.5’ 

3” 

Schedule 40 PVC 

0.020” factory slotted 

2” 2.25” 

N/A 

85.5’ 

None 

42.0’ 

44.0’ 

86 

Tracy Dorgan 

15.0 

Bottom of Ring @ 44.0’ 



Raymark Offsite Drilling 

Stratford, CT 

U.S EPA, Region I 

Geologic John Galvin 

Tracy Dorgan 3-20-96 

  

4847 

SB-201D 

MW-201D 

Across from Dock Mall 

North-end DOT 

14.91’ 

Concrete 

0.21’ 
14.92’ 

14.71’ 

Roadbox 

~4” 

4.3’ 

5.0’ 

37.7’ 

No. 0 Silica Sand 

 

Volclay Gout/Sand 

 

Schedule 40 PVC 

 2 3/8”   2” 

5.5’ 

Schedule 40 PVC 

    2” 2 3/8” 

0.010” factory slotted 

~6” 

28.5’ 

N/A 

38.2’ 

Bentonite Chips 

30.5’ 

32.7’ 

38.2’ 

Note: 
 - 2 Stainless steel 
centralizers one at the top 
and one at the bottom of the 
screen 



Raymark Offsite Drilling 

Stratford, CT 

U.S EPA, Region I 

Geologic John Galvin 

D. MacDougall 3-20-96 

  

4847 

SB-202D 

MW-202D 

South DOT island along 

Ferry Blvd. 

11.68’ 

Concrete 

0.31’ 
11.66’ 

11.35’ 

Roadbox 

~4” 

4’ 

5’ 

34’ 

No. 0 Silica Sand 

 

Volclay Gout/Sand 

 

Schedule 40 PVC 

 2 3/8”   2” 

6’ 

Schedule 40 PVC 

    2” 2 3/8” 

0.010” factory slotted 

~6” 

25’ 

N/A 

35’ 

Bentonite Chips 

27’ 

29’ 

35’ 

Note: 
 - 2 Stainless steel 
centralizers one at the top 
and one at the bottom of the 
screen 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 

ADT 
J. Lambert 
J. Danieli, D. Hartigan 

Jim Philbin
9/17/02

8/18/03, 9/22/03

N4236-0320
MW-202S

SB-202S

0.4’
Concrete pad
18”.
0.5’
4” 
Road box
2.5 ft.
2.5 ft.

2” 2.375”
PVC 

N/A 
2.5’ 
Bentonite chips 

4.0’ 

5.1

4”
PVC

0.010” 

2” 2.375”

Med. sand 

15.1’ 

16.3’ 

Med. sand

17.5 

TtNUS Form 0058

Directly across from Sunoco 
on Ferry Blvd. 

Centralizer 

1.2 ft. 
sump. 

Elevation Top of Protective Casing    11.91’ 
 
Elevation Top of Riser Pipe    11.62’ 

11.7’ 



  
Raymark OU2   

Stratford, CT 
U.S EPA Region I 

ADT 
C. Rosseau 
J. Danieli, D. Hartigan  

Les Darrow
10/15/02

8/18/03, 9/22/03 

N4236-0320
MW-202SG

SB-202SG

0.5’
Concrete
16”
0.7’
5.0’
Steel raod box
2.0’
3.0’

1.0” 1.375”
PVC 

Bentonite Chips 
3.0’ 

Bentonite Chips 
6.0’ 

6.5’

3.0”
PVC
0.010” 

1.5” 1.875”

Filter Sand 

7.5’ 

7.5’ 

Filter Sand

8.0’ 

TtNUS Form 0058

Directly across from Sunoco 
Gas Station on Ferry Blvd. 

Bentonite chips 
(hydrated)  
3.0 – 6.0 bgs 

Filter Sand 
6.0-6.5’ bgs 

1 foot of 10 
Slot Screen 
6.5-7.5’ bgs 

Water level 
measured @ 7.89’ 
below PVC @ 
MW202S 

Elevation Top of Protective Casing    12.05 feet 
 
Elevation Top of Riser Pipe     N/A 

11.9 feet 



Raymark Offsite Drilling 

Stratford, CT 

U.S EPA, Region I 

Geologic John Galvin 

T. Dorgan 3-21-96 

  

4847 

SB-203D 

MW-203D 

East DOT lawn along 

Ferry Blvd. 

13.26’ 

Cement 

0.26’ 
13.24’ 

12.96’ 

Roadbox 

~4” 

4.55’ 

5’ 

29’ 

No. 0 Silica Sand 

 

Volclay Gout/Sand 

 

Schedule 40 PVC 

 2 3/8”   2” 

5.5’ 

Schedule 40 PVC 

    2” 2 3/8” 

0.010” factory slotted 

~6” 

20’ 

N/A 

30‘ 

Bentonite Chips 

22’ 

24’ 

30’ 

Note: 
 - 2 Stainless steel 
centralizers one at the top 
and one at the bottom of the 
screen 



  
Raymark OU2   

Stratford, CT 
U.S EPA Region I 

ADT 
J. Lambert 
J. Danieli, D. Hartigan  

Jim Philbin
9/17/02

8/18/03, 9/22/03 

N4236-0320
MW-203S

SB-203S

0.4’
Concrete pad
18” 

0.8’
4” 
Road box
2.5’
3.0’

2” 2.375”
PVC 

N/A 
3.0’ 

Bentonite chips 
5.1’ 

7.1

4”
PVC

0.010” 

2” 2.375”

Med. sand 

17.1’ 

18.3’ 

Med. sand

18.6’ 

TtNUS Form 0058

Directly across from 800 
Ferry Blvd. 

Centralizer 

1.2’ sump. 

Elevation Top of Protective Casing    13.27 feet 
 
Elevation Top of Riser Pipe    12.92 feet 

13.3 feet 



  
Raymark OU2   

Stratford, CT 
U.S EPA Region I 

ADT 
J. Lambert 
J. Danieli, D. Hartigan  

Marques Larabie 

10/3/02

8/18/03 

N4236-0320
MW-203SG

SB-203SG

0.5’
Concrete pad 
18” 

0.5’
4” 
Road box
2.5’
4.0’

¾” 1 1/8”
PVC 

N/A 
4.0’ 
Granular bentonite

6.0’ 

6.7’
0-5 = 5”  5-7.8 = 3” 

PVC
0.010” 

2” 2.375”

Med. sand 

7.8’ 

7.8’ 

N/A 

7.8’ 

TtNUS Form 0058

Across from 800 Ferry Blvd. 
 

Note: see pg 83 of rig 
2 log # 3 for screen 
details 

Drain for water 

Elevation Top of Protective Casing    13.2 feet 
 
Elevation Top of Riser Pipe    N/A 

13.1 feet 



Raymark Offsite Drilling 

Stratford, CT 

U.S EPA, Region I 

Geologic John Galvin 

D. MacDougall 3-25-96 

  

4847 

SB-204D 

MW-204D 

Southeast of weigh station 

(grass) 

11.52 

Concrete 

0.23’ 
11.5’ 

11.27’ 

Roadbox 

~4” 

5’ 

5’ 

50’ 

No. 0 Silica Sand 

 

Volclay Gout/Sand 

 

Schedule 40 PVC 

 2 3/8”   2” 

7’ 

Schedule 40 PVC 

    2” 2 3/8” 

0.010” factory slotted 

~6” 

41’ 

Bentonite Chips/Sand 

55’ 

Bentonite Chips 

43’ 

45’ 

51’ 

Note: 
 - 2 Stainless steel 
centralizers one at the top 
and one at the bottom of the 
screen 



Raymark Offsite Drilling 

Stratford, CT 

U.S EPA, Region I 

Geologic John Galvin 

T. Dorgan 3-27-96 

  

4847 

SB-205D 

MW-205D 

Island Barnum Ave, west of 

Rte. 95, East of Ferry Blvd. 

18.24’ 

Concrete 

0.25’ 
18.24’ 

17.99’ 

Roadbox 

~4” 

4’ 

5’ 

62.6’ 

No. 0 Silica Sand 

 

Volclay Gout/Sand 

 

Schedule 40 PVC 

 2 3/8”   2” 

5.5’ 

Schedule 40 PVC 

    2” 2 3/8” 

0.010” factory slotted 

~6” 

53’ 

N/A 

63.55’ 

Bentonite Chips 

55.45’ 

57.6’ 

63.55’ 

Note: 
 - 2 Stainless steel 
centralizers one at the top 
and one at the bottom of the 
screen 



Raymark OU2 - Offsite Drilling 

Stratford, CT 

U.S EPA, Region I 

Geologic John Galvin 

T. Dorgan 4-1-96 

  

4847 

SB-206D 

MW-206D 

North end of weigh station 

Between rte. 95 and raymark 

11.61’ 

Cement 

0.55’ 
11.59’ 

11.04’ 

Roadbox 

~4” 

4.5’ 

5’ 

65.55’ 

No. 0 Silica Sand 

 

Volclay Gout/Sand 

 

Schedule 40 PVC 

 2 3/8”   2” 

5.5’ 

Schedule 40 PVC 

    2” 2 3/8” 

0.010” factory slotted 

~6” 

56.5’ 

N/A 

66.5’ 

Bentonite Chips 

58.5’ 

60.55’ 

66.5’ 

Note: 
 - 2 Stainless steel 
centralizers one at the top 
and one at the bottom of the 
screen 
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PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

12.21’ 

Ron Ball

10-22-97

7607-0320

206 M,S

DOT land: N of Rte 95 -
former weigh station

0.30’ 
Quikrete cement
18-24”

1.4’
8’

steel
1.6’

2’

2.3” 2.03” 
PVC 

MW-206S

22’
bentonite chips

25’

27’
6”
PVC
0.01” factory slotted

2.03” 2.3”
#00 sand

34’

35’

bentonite chips

38’

206M 

Note: 
- boring advanced w/sonic 
- no secondary filter pack 
- no centralizers 

slip cap w/screws 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

B. Qunion 
D. Hartigan 

M. Larabie
1/9/03

9/17/03

N4236-0320
MW-206MR 

SB-206MR

0.5’
Concrete 
18”-20” 

1.0’
8” 
Steel 
2’ 
2.5’

2.0” 2.375”
PVC 

Drill cuttings 
4.0’ 

Bentonite chips 

23’ 

24’

4”
Schedule 40 PVC
0.010”

2.0” 2.375”

# 1 sand 

34’ 

35’ 

none 

35’ 

TtNUS Form 0058

Dot land N. of Rt. 95, former 
Weigh station 

Elevation Top of Protective Casing    12.08 Ft. 
 
Elevation Top of Riser Pipe     11.54 Ft. 

11.9 Ft. 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

12.21’ 

Ron Ball

10/22/97

7607-0320

206 M,S

DOT land: N. of Rte 95 -
former weigh station

0.31’ 

Quikrete cement
18-24”

1.4’
8”

steel
1.6’

2’

2.3” 2.03” 
PVC 

none

2’
bentonite chips

4’

6’
8”
PVC
0.01” factory slotted

2.03” 2.3”
#00 sand

21’

22’

bentonite chips/MW-206M

38’

206S 

Note: 
- boring advanced w/sonic 
- no secondary filter pack 
- no centralizers 



  
Raymark OU2   

Stratford, CT 
U.S EPA Region I 

ADT 
Garrett Quinn 
J. Danieli, D. Hartigan 

Roger Buley 
12/19/02

8/18/03, 9/22/03 

N4236-0320
MW-206SR

SB-206SR

0.15’
Quickcrete concrete

18” 

1.0’
10.0”
steel
2.0’
2.5’

2.0” 2.375”
PVC 

#1 sand 
2.5’ 

Bentonite chips 
4.5’ 

6.0’
4.0’ 
PVC
0.010” 

2.0” 2.375”

#1 sand 

21’ 

22’ 

Hole collapsed natural

23.5’ 

TtNUS Form 0058

DOT land. N. of Rte. 95 former
weigh station. 

Elevation Top of Protective Casing    12.11 
feet 
 
Elevation Top of Riser Pipe    11.91 feet 

12 feet 



TtNUS form 0060 

 
 

 
 
 

 

 
 

 
  
 

 
  

 

 

 

 

PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark OU2   
Stratford, CT 

N4236-0320
MW-207B 

SB-207B

Traffic Island on RTE 1 in front
Home Depot 

ADT. 

J. Danieli, D. Hartigan 

Les Darrow

12/19/02 
8/18/03, 9/22/03

U.S EPA  Region I 

0.5’

 

 

 
Concrete pad
20”
1.0’
8”
Steel roadbox
1.5’
3”

2.375”  2” 
PVC

Bentonite grout
83.3’

Hydrated Bentonite chips 

86’
86’
0-86’=4”, 86-99’=3”
PVC
0.010”

   2” 2.375”

N/A

96’
None 

84’ 

86’ 

99 

J. Lambert 

Sump approx. 1.2 ft. 

Elevation Top of Protective Casing    20.79 
feet 
 
Elevation Top of Riser Pipe   20.27 feet 

20.7 feet 
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BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark Offsite Drilling

Stratford, CT  

4847

MW-207D

Traffic Island West Corner

GeoLogic 

Tracy Dorgan 
John Galvin

4-4-96

US EPA, Region I, RAC 

0.18’ 

20.32’ 

        20.09’ 

20.27’ 
Cement

4.3’ 

 ~4” 

Flush-Mount Road Box 

5.0’ 

5.5’ 

2 3/8” 2” 

Schedule 40 PVC 

Volclay Grout/Sand 

91.5’ 

Bentonite Chips 

93.5’ 

~6’ 

95.5” 

Schedule 40 PVC

0.010” factory slotted 

2” 2 3/8” 

101.5’ 

100.5’ 

No. 0 Silica sand 

 

 

104.4 

2 Stainless steel centralizers at 
the top and bottom of the screen 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
D. Hartigan 

Les Darrow
1/9/03

9/17/03

N4236-0320
MW-207DR 

SB-207DR

0.4’
Concrete pad 
18” 

1.0’
8” 
Steel roadbox
2.5’
3.0’

2” 2.375”
PVC 

Bentonite slurry 
18’ 

Bentonite chips 

71’ 

73.3’

4”
PVC
0.010”

2” 2.375”

Medium Sand 

83.3’ 

84.5’ 

Hydrated Bentonite chips

85’ 

TtNUS Form 0058

Traffic triangle on rte 1 across 
From home depot 

1.2’ sump 

Elevation Top of Protective Casing    20.83 Ft. 
 
Elevation Top of Riser Pipe     20.34 Ft. 

20.7 Ft. 
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WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

20.37’ 

Ron Ball

10-11-97

7607-0320
207M

207 (M,S)

On traffic island South and
adjacent to Raymark site

0.26 fb-RB (top) 
Quikrete cement

18-24”
1.4’

8”

steel
1.6’

2’

2.3” 2.05” 
PVC 

see MW-207S

31’
bentonite chips

39’

42’
6”
PVC
0.01” factory slotted

2.03” 2.3”
00 sand

52’

53’

bentonite chips

95’

Note: 
- 1 centralizer 
- boring advanced w/sonic 
 
Secondary Filter Pack: 
- 39-40 fbgs 
- 00n sand 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
D. Hartigan  

Les Darrow
1/9/03

9/17/03

N4236-0320
MW-207MR 

SB-207MR

0.4’
Concrete pad 
18” 

1.0’
8” 
Steel roadbox
2.5’
3.0’

2” 2.375”
PVC 

Bentonite slurry 
35’ 

Bentonite chips 

40’ 

41.8’’

4”
PVC
0.010”

2” 2.375”

Medium Sand 

51.8’ 

53’ 

N/A 

53’ 

TtNUS Form 0058

Traffic triangle on rte 1 in front 
Of home depot 

1.2’ sump 

Elevation Top of Protective Casing   20.78 
Ft. 
 
Elevation Top of Riser Pipe   20.26 Ft. 

20.7 Ft. 
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WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

20.37 

Ron Ball

10-11-97

7607-0320

207 (M+S)

On traffic island South and 
adjacent to Raymark site

0.29 fb-RB (top) 
Quikrete cement
18-24”

1.4’
8”

steel
1.6’

2’

2.3” 2.03” 
PVC 

none

2’
bentonite chips

12’

15’
8”
PVC
0.006” factory 

2.05” 2.3”
00N sand

30’

31’

MW-207M/bentonite chips

95’

207 S 

Note: 
- 0 centralizers 
- boring advanced w/sonic 
 
Secondary Filter Pack: 
- 12-13 fbgs 
- 000 sand 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
D. Hartigan 

Les Darrow
1/9/03

9/17/03

N4236-0320
MW-207SR 

SB-207SR

0.6’
Concrete pad 
18” 

1.0’
8” 
Steel roadbox
2.5’
3.0’

2” 2.375”
PVC 

Bentonite grout 
7.0’ 

Bentonite chips 

10’ 

11.8’’

4”
PVC
0.010”

2” 2.375”

Medium Sand 

26.8’ 

28’ 

N/A 

28’ 

TtNUS Form 0058

Traffic triangle on route 1 in  
front of home depot 

1.2’ sump 

Elevation Top of Protective Casing    20.7 
Ft. 
 
Elevation Top of Riser Pipe    19.96 Ft.  

20.6 Ft. 
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FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT MW-208B 

SB-208B 

DOT Access Rd. @ 208 

cluster 

Aquifer Drilling & Testing S.Bray 

02/01/99

US EPA – Region 1 

0.15’ 

24.45’ 

23.85’ 

 
Cement 

12” 

0.5’ 

8” 

Steel Flush Mount 

1.9’ 

2.1’ 

2.25” 2” 

Schedule 40 PVC 

Bentonite Slurry 

70.7’ 

Bentonite Chips 

73.5’ 

73.7’ 

3” 

Schedule 40 PVC 

0.02” factory slotted 

2” 2.25” 

N/A 

123.7’ 

None 

   74’ 

73.7’ 

124.7 

D.Whalen 

24.5’ 
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OF
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FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater

Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

23.99’ 

Ben Grim

9-29-97

7607-0320

208 (D,S)

S. of RR tracks and W. of
Raymark site 

0.26’ 
Quikrete
18”

1.3’
8”

1/2” steel
1.5’

2.0’

2.25” 2”
PVC 

MW208S/bent. chips

29’
bentonite chips (3/8”)

61.2’

65’
6.5” (6” casing)
PVC

0.020” factory slotted

2” 2.25
#0 sand

73’

74’

Bentonite chips

78’

MW 208D 

MW-208S 
Well constructed above 
MW-208D in same 
borehole 

Depth bottom of secondary sand 
(#00) = 62.5 

Note: 
- boring advanced w/sonic 
- 1 centralizer used at 60 fbgs 
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BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

23.7 

Ben Grim

9-30-97

7607-0320

208M

S. of RR tracks and W. of
Raymark site 

0.25’ 
Quikrete
18”

1.3’
8”

1/2” steel
1.5’

2.0’

2.25” 2”
PVC 

bentonite cement

38’
(3/8”) bentonite chips

43’

46.25’
6.5” (6.0” casing)
PVC

0.020” factory slotted

2” 2.25”
# 0 sand

55.25’

56’

none 

56’

MW 208M 

Note: 
- boring advanced w/D&W 
- 2 centralizers @ 39.25 + 9.25 
fbgs 
- see log for SB208D 

Depth bottom of secondary 
filter #00 = 44 
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FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

23.99’ 

Ben Grim

9-30-97

7607-0320

208 (D,S)

South of RR tracks, W. of
Raymark site 

0.24’ 
Quikrete
18”

1.3’
8”

1/2” steel
1.5’

2.0’

2.25” 2”
PVC 

bentonite chips

4’
(3/8”) bentonite chips

10’

13’
8.75 (8” casing)
PVC
0.006” factory 

2” 2.25”
#00N

28’

29’

bentonite chips MW-208D

78’

208S 

8” diameter traffic rated 

Note: 
- boring advanced w/D&W 
- no centralizers 

Depth bottom of secondary filter 
#000 =11 

MW-208D, well constructed below 
MW-208S in same borehole 
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FLUSH MOUNT PROTECTIVE CASING
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TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

12.26’ 

Ron Ball

10-15-97

7607-0320

209B (New)

Stratford Shopping Center -
parking lot 

0.19’ 
Rebar enforced Quikrete cement

18-24” (surface)
1.4’

8”

steel
1.6’

2’

2.3” 2.05” 
PVC 

cement/bentonite grout

72’
bentonite chips

82’

85
5’
PVC
0.010” factory 

2.05” 2.3”
# 00 sand

100’

101’

none 

101’

MW-209B 

Note: 
- 3 centralizers 
- boring advanced w/sonic 
 
Secondary Filter Pack: 
- 000 sand 
- 82-83 fgbs 
 
 
 
depth of bedrock (ft.)     69.0’ 
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PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

12.29’ 

Ron Ball

10-22-97

7607-0320

209D

Stratford Shopping Center -
parking lot - front

0.28’ 
Quikrete
18-24”

1.4’
8”

steel
1.6’

2’

2.3” 2.03” 
PVC 

cement/bentonite grout

34’
bentonite chips

54’

58.3’
6”
PVC

0.010” factory slotted

2.03” 2.3”
00 sand

68.3’

69’

none 

69’

209D 

Note: 
- 2 centralizers 
- boring advanced w/sonic 
 
Secondary Filter Pack: 
- 000 sand 
- 54-55 fbgs 
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CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

12.57’ 

Ron Ball

10-10-97

7607-0320

209S

Stratford Shopping Center -
parking lot 

0.32’ 
Quikrete
14”

1.5’
8”

steel
1.66

2’

2.375” 2”
PVC 

none

2’
med. bentonite chips

3’

5’
8”
PVC
0.006” factory 

2” 2.375”
# 00N sand

13’

14’

bentonite chips/MW-209B

91’

209S 

Note: 
- 2 centralizers 
- boring advanced w/D&W 
 
Secondary Filter Pack: 
- # 000 sand 
- 3-4  fgbs 
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DATE:
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WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark OU2   
Stratford, CT 

N4236-0320
MW-210B 

SB-210B

Rear of bldg. Stratford  Square
Shopping Center. 

ADT 

J. Danieli, D. Hartigan 

Jim Philbin

9/4/02 
8/18/03, 9/22/03

U.S EPA  Region I 

 

 

 

 
Concrete
24” x 24”
1.0’
5”
Steel 
2’
4’

2.375”  2” 
PVC

Bentonite slurry
34.4’

  Bentonite chips

38’
38.5’
3”

PVC
0.020”

   2” 2.375”

N/A

48.5’
N/A

35.5’ 

38’ 

51.5 

Bob Balykovec 

Silt Sump from 48.5’ – 49.7’ 

Elevation Top of Protective Casing    10.46 
feet 
 
Elevation Top of Riser Pipe    10.2 feet 

10.5 feet 
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WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

10.38’ 

Ron Ball

10-26-97

7607-0320

210 (New)

Stratford Shopping Center -
behind the builings

0.32’ 
Quikrete cement
18 – 24”

1.4’
8”

steel
1.6’

2’

2.3” 2.03” 
PVC 

MW-210S

23’
bentonite chips

25’

27’
6”
PVC

0.020” factory slotted

2.03” 2.3”
0 sand

32’

33’

bentonite chips

40’

210D 

Note: 
- 2 centralizers 
- boring advanced w/ D&W 
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PROJECT LOCATION:

CLIENT:

CONTRACTOR:
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CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

10.38’ 

Ron Ball

10-26-97

7607-0320

210(New)

Stratford Shopping Center -
behind the buildings

0.33’ 
Quikrete cement
18 - 24

1.4’
8”

steel
1.6’

2’

2.3” 2.03” 
PVC 

none

2’
bentonite chips

5’

7’
8’
PVC

0.010” factory slotted 

2.03” 2.3”
# 00 sand

22’

23’

bentonite chips/MW-210D

40’

210S 

Note: 
- 2 centralizers 
- boring advanced w/D&W 
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PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater

Stratford, CT 

EPA - New England 

Alliance 
Joe Mello 

19.58’ 

Ron Ball

10-13-97

7607-0320
MW-211B

211 (B,S)

On DOT property N. of Rte. 95

 

0.33’
Quikrete cement
18 – 24”

1.4’
8”

steel
1.6’

2’

2.3” 2.05” 
PVC 

cement/bent. chips/bent. 
grout/MW211S__________

136.5’
bentonite chips

152’

155’
5”
PVC

0.010” factory slotted

2.05” 2.3”
# 00 sand

170’

170.5’

Drill cuttings

171’

Depth of bedrock (ft.) 150 

Note: 
- 4 centralizers 
- 5 ft. above the screen and every 
30 after until 28 fbgs. 
 
Secondary Filter Pack 
- 00N sand 
- 152-153 fbgs 
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CLIENT:

CONTRACTOR:
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CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

19.56’ 

Ron Ball

10-25-97

7607-0320

211D,M

DOT property, N. of Rte 95 on
grass covered section

0.27’ 
Quikrete cement
18 –24”

1.4’
8”

steel
1.6’

2’

2.3” 2.03” 
PVC 

MW-211M/grout and chips

105’
bentonite chips

123.5’

128’
6”
PVC

0.010” factory slotted

2.03” 2.3”
# 00 sand

143’

144’

none 

144’

211D 

Note: 
- 4 centralizers 
- boring advanced w/sonic 
 
Secondary Filter Pack: 
- # 000 
- 123.5-125 fbgs 
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CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

19.56’ 

Ron Ball

10-25-97

7607-0320

211 (D,M)

DOT property, N. of Rte 95,
on grass covered section

0.28’ 
Quikrete cement
18 – 24”

1.4’
8”

steel
1.6’

2’

2.30” 2.03” 
PVC 

cement/bentonite/grout 

82’
bentonite chips

94’

97’
8”
PVC
0.010” factory 

2.03” 2.3”
# 00 sand

104.5’

105’

MW-211D/bentonite chips

144’

211M 

Note: 
- 3 centralizers 
- boring advanced w/D&W 
 
Secondary Filter Pack: 
- # 000 sand 
- 94-95 fbgs 
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DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

19.58’ 

Ron Ball

10-13-97

7607-0320

211 (B,S)

On DOT  property N. of Rte 95
 

 
Quikrete cement
18-24”

1.4’
8”

steel
1.6’

2’

2.3” 2.05” 
PVC 

none

2’
bentonite chips

9’

12’
8”
PVC

0.010” factory slotted

2.05” 2.3”
# 00 sand

27’

28’

Bentonite chips, cement, 
bentonite grout & MW-211B

171’

MW-211S 

Note: 
- boring advanced w/D&W 
- 0 centralizers 
 
Secondary Filter Pack: 
- 9 - 10 fbgs 
- 000 sand 
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BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark OU2/ Phase I Groundwater
  Stratford CT 

7607-0320
MW 212B

SB 212

Ferry Boulevard
Alliance Ben Grim

09/26/97

   US EPA, Region 1 RAC 

0.21’

12.03 ft   

11.82’ 

12.03’ 
Quickrete
18”
1.4’
8”
Steel
1.5’
2.0’

2.38”2”
Schedule 40 PVC

Bentonite Chips
 
Bentonite Chips

64’
69’
4.5”
Schedule 40 PVC

0.006” factory slotted
2” 2.38”

85’

84’
00N

61.0 

N/A 

85.5 

Jeff MacManus

000 Sand 64’-65’ 
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TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

12.04’ 

Ben Grim

9-27-97

7607-0320

SB-212 (M,D)

S. of Rte 95, E. of Schock’s 
Auto 

0.24’ 
Quikrete cement
18”

1.4’
8”

steel
1.5’

2.0’

2.25” 2”

 

1:12 bent/cement/grout [MW - 
212M (30-44 fbgs)] 

44’
med. bentonite chips

47’

50’
6”
PVC

0.006”  factory slotted

2” 2.25”
# 00N

55’

55.8’

none used

55.8’

212D 

Note: 
- 2 centralizers  
- boring advanced w/sonic drill 

PVC
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CONTRACTOR:
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CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

12.04’ 

Ben Grim

9-28-97

7607-0320

212 (M,D)

S. of Rte 95, E. of Schock’s
Auto 

0.30’ 
Quikete cement
18”

1.4’
8”

steel
1.5’

2.0’

2.25” 2”
PVC 

1:12 bent./cement/grout 

29.5
med. bentonite chips

35’

38’
9”
PVC

0.020” factory slotted

2” 2.25”
# 0

43’

44’

MW-212D (44-55.8 fbgs)

55.8’

212M 

Note: 
- 2 centralizers 
- boring advanced w/sonic 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)
TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark OU2, Phase I Groundwater

Stratford, CT 

US EPA, RAC I 

Alliance 

Jeff MacManus

12.03’ 

Ben Grim

09/26/97 

7607-0320

SB 212

Ferry Boulevard

 

0.23’ 

Quikrete
18” x 18” 

 

8” 

Steel 

1.5’ 

2’ 

2.38” 2” 

Schedule 40 PVC 

N/A 

2’ 

Bentonite Chips 

5’ 

7’ 

8.75” 

Schedule 40 PVC 

0.020” factory slotted 

2” 2.38” 

0 sand 

22’ 

23’ 

Bentonite Chips 

85.5’ 

MW 212S 

- 0 Centralizers 
- Boring Advanced w/8” casing 
- 00 Sand 5’-6’ 
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PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

23.1’ 

Ron Ball

10-21-97

7607-0320

SB-213

Minor Ave. in front of #53
 

0.29’ 
Quikrete cement
18-24”

1.4’
8”

steel
1.6’

2’

2.3” 2.03” 
PVC 

MW-213S

28.5’
med. bentonite chips

34’

37.5’
5”
PVC
0.010” factory 

2.03” 2.3”
# 00 sand

52.5’

53.0’

none 

53.0’

213B 

Depth of bedrock (ft.) - 19 
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PROJECT LOCATION:
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CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

DIAMETER OF BOREHOLE (In.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

1 1

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

BGS

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING (Ft.) BGS

* BGS - BELOW GROUND SURFACE

DEPTH BOTTOM OF SUMP (Ft.) BGS

BGSDEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

TYPE OF FILTER PACK

TYPE OF OPENINGS

PERVIOUS SECTION DIAMETER (In.) ID OD

TYPE OF PERVIOUS SECTION

BGSDEPTH TOP OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF SEAL (Ft.) BGS

TYPE OF SEAL

TYPE OF RISER PIPE

ODRISER PIPE DIAMETER (In.) ID

BGSDEPTH BOTTOM OF ROCK SOCKET (Ft.)

TYPE OF OUTER SEAL

DIAMETER OF OVERBURDEN BOREHOLE (In.)
DIAMETER OF OVERBURDEN CASING (In.)

DEPTH TOP OF SEAL (Ft.) BGS

TYPE OF INNER BACKFILL

DIAMETER OF SURFACE SEAL (In.)
TYPE OF SURFACE SEAL

DEPTH BOTTOM OF SURFACE SEAL (Ft.) BGS

DEPTH BOTTOM OF DRAIN LAYER (Ft.) BGS

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.) BGS

ID OF PROTECTIVE CASING (In.)

DEPTH TOP OF OUTER CASING (Ft.) BGS
DEPTH TOP OF RISER PIPE (Ft.) BGS

GROUND ELEVATION (Ft.)

PROTECTIVE CASING ELEVATION (Ft.)RISER PIPE ELEVATION (Ft.)

BGSBEDROCK (Ft.)

 

Raymark OU2 

Stratford, CT 

U.S EPA Region I 

J. Lambert 10/23/02, 11/25/02 
T. Dorgan 9-11-03 

N4236-0320
MW-213DB 

SB-213DB

D. Walker, L. Darrow 
Minor Ave. 
 

22.9’ 23.4’ 

23.4’ 
0.6’ 

34” 
Concrete Pad 

0.9’ 

Steel roadbox 
12” 

1.0’
5’ 

Medium Sand 

130’ 
6”

Bentonite Chips (hydrated)

86.5’ 

85.2’ 
84’

Medium Sand (#0) 
0.010”

2 3/8” 2” 
PVC 

74’ 
72’ 

 

2” 
PVC 

2 3/8” 
30’ 

Portland Cement/Bentonite mix 

 

5’
6” 

12” 
25.0’

0.5’ 

Bentonite Chips (hydrated) 

ADT 

Note: Centralizer 
placed at bottom 
of screen and 
mid point of riser 
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CONTRACTOR:
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CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)
TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark OU2/Phase I Groundwater

Stratford, CT 

US EPA, RAC I 

Alliance 

Joe Mello 

23.1’ 

Ron Ball

10-21-97 

7607-0320

SB-213

Minor Ave. in front of 53.

 

0.29’ 

Quikrete cement
18-24” 

1.4’ 

8” 

Steel 

1.6’ 

2’ 

2.3” 2.03” 

PVC 

None 

2’ 

Med. Bentonite Chips 

10’ 

13’ 

9” 

PVC 

0.010” factory slotted 

2.03” 2.3” 

00 Sand 

28’ 

28.5’ 

MW-213B/Bentonite Chips 

53.0’ 

MW-213S 

- 0 Centralizers 
- Boring Advanced w/ Sonic 
 
Secondary Filter Pack 
- 10-11 fbgs 
- 000 sand 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
J. Danieli 

Les Darrow
11/5/02

8/18/03 

N4236-0320
MW-213SG 

SB-213SG

0.8’
Concrete pad
18” 

0.8’
4” 
Road box
2.0’
3.0’

¾” 1 1/8”
PVC 

N/A 
3.0’ 

Bentonite chips 
6.5’ 

7.0’
4” 
PVC
0.010”

2” 2.375”

Med. sand 

8.0’ 

8.0’ 

N/A 

8.0’ 

TtNUS Form 0058

Across from 72 Minor Ave. 
 

0.5’ Valve 

Elevation Top of Protective Casing   22.95 feet 
 
Elevation Top of Riser Pipe    N/A 

23 feet 



TtNUS form 0060 
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PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark OU2   

Stratford, CT 
N4236-0320

MW-214B 

SB-214B

In front of 462 Housatonic Ave
residence 

ADT Les Darrow

9/12/02 

U.S EPA  Region I 

0.4’

 

 

 
Concrete
24”
1.01’
5”
Steel Road Box
2.2”
3’

2.375”  2” 
PVC

Bentonite, slurry, grout
54’
Bentonite chips

56’
55.5’
3”
PVC
0.020”

   2” 2.375”

69’

66’
N/A

54’ 

56’ 

69’ 

C. Rousseau 

Sump approx. 1.2 ft. 

    Depth Bottom of Sump (ft)                      67.2’ 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing   20.21 feet 
 
Elevation Top of Riser Pipe   19.68 feet 

20.2 feet 
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BORING LOCATION:

PROJECT NO:

OF
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FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

20.05’ 

Ron Ball

10-7-97

7607-0320

SB 214

Housatonic Ave.
 

0.31’ 
Quikrete cement
24”

1.3’
8”

steel
1.5’

2.0’

2.25” 2”
PVC 

MW214S/bent. chips

28’
bentonite chips

40’

42.8’
6.5”
PVC

0.010” factory slotted

2” 2.25”
# 00 sand

47.8’

48’

bentonite chips

56’

MW-214D 

    MW 214S 
    Constructed in same borehole 
 
 
Note: 
- 1 centralizer 
- boring advanced w/sonic 
 
- # 00N sand 
- 40 - 41 
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WELL NO:
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BORING LOCATION:

PROJECT NO:

OF
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ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

19.87’ 

Ron Ball

10-8-97

7607-0320

SB 214M

Housatonic Ave.
 

0.49’ 
Quikrete cement
24”

1.4’
8”

steel
1.5’

2’

2.25” 2”
PVC 

Bentonite chips

22’
bentonite chips

27’

30.5’
6.5”
PVC

0.020” factory slotted

2” 2.25”
# 0 sand

40.5’

41’

N/A 

41’

MW-214M 

Note: 
- boring advanced w/sonic 
- 0 centralizers 
 
- 000 sand 
- 27 - 28 
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CHECKED BY:
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DATE:
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WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

20.05’ 

Ron Ball

10-7-97

7607-0320

SB 214

Housatonic Ave.
 

0.30’ 
Quikrete cement
24”

1.3’
8”

steel
1.5’

2’

2.25” 2”
PVC 

bentonite chips

2’
bentonite chips

8’

12.3’
8.75”
PVC
0.010” factory 

2” 2.25”
# 00 sand

27.3’

28’

bentonite chips (MW-214D)

56’

MW-214S 

Note: 
- 2 centralizers 
- boring advanced w/D&W 



 

Depth bottom 
of turf 0 5’

Raymark OU2   
Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Marques Larabie 

10/3/02

N4236-0320
MW-214SG 

SB-214SG

0.5’
Concrete pad under turf 

18” 

1.0’
4” 
Road box
2.5’
3.0’

¾” 1 1/8”
PVC 

N/A 

3.0’ 
Granular bentonite 

6.5’ 

6.9’
0-5’ = 5”, 5-8.1’ = 3” 

PVC
0.010”

1.5” 1.875”

Med. sand 

8.0’ 

8.1’ 

N/A 

8.1’ 

TtNUS Form 0058

462 Housatonic Avenue 
 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    20.66 feet 
 
Elevation Top of Riser Pipe    N/A 

20.6 feet 
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PROJECT LOCATION:

CLIENT:

CONTRACTOR:
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CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

20.66’ 

Ron Ball

10-6-97

7607-0320

SB-215

Willow Ave. 
 

0.27’ 
Quikrete cement
24”

1.3’
8”

steel
1.5’

2’

2.5” 2”
schedule 40 PVC 

MW215S/bent. chips

19.3’
bentonite chips

25’

28’
4.5”
schedule 40 PVC
0.006” factory 

2” 2.25”
# 00N

38’

39’

Drill cuttings

40.6’

MW-215B 

MW 215S well constructed above 
MW 215B in same borehole 
 
 
Depth of bedrock (ft.) 19 

Note: 
- 1 centralizer 
 
- 000 sand 
- 25-26 fbgs 



 

PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

DIAMETER OF BOREHOLE (In.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

1 1

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

BGS

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING (Ft.) BGS

* BGS - BELOW GROUND SURFACE

DEPTH BOTTOM OF SUMP (Ft.) BGS

BGSDEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

TYPE OF FILTER PACK

TYPE OF OPENINGS

PERVIOUS SECTION DIAMETER (In.) ID OD

TYPE OF PERVIOUS SECTION

BGSDEPTH TOP OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF SEAL (Ft.) BGS

TYPE OF SEAL

TYPE OF RISER PIPE

ODRISER PIPE DIAMETER (In.) ID

BGSDEPTH BOTTOM OF ROCK SOCKET (Ft.)

TYPE OF OUTER SEAL

DIAMETER OF OVERBURDEN BOREHOLE (In.)
DIAMETER OF OVERBURDEN CASING (In.)

DEPTH TOP OF SEAL (Ft.) BGS

TYPE OF INNER BACKFILL

DIAMETER OF SURFACE SEAL (In.)
TYPE OF SURFACE SEAL

DEPTH BOTTOM OF SURFACE SEAL (Ft.) BGS

DEPTH BOTTOM OF DRAIN LAYER (Ft.) BGS

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.) BGS

ID OF PROTECTIVE CASING (In.)

DEPTH TOP OF OUTER CASING (Ft.) BGS
DEPTH TOP OF RISER PIPE (Ft.) BGS

GROUND ELEVATION (Ft.)

PROTECTIVE CASING ELEVATION (Ft.)RISER PIPE ELEVATION (Ft.)

BGSBEDROCK (Ft.)

 

Raymark OU2 

Stratford, CT 

U.S EPA Region I 

J. Lambert 10/24/02, 11/22/02 
Tracy Dorgan 9/11/03 

N4236-0320
MW-215DB 

SB-215DB

D. Walker, L. Darrow 
Willow Ave. 
 

20.05’ 20.6’ 

20.6’ 
0.7’ 

34” 
Concrete Pad 

0.9’ 

Steel roadbox 
12” 

1.0’
4’ 

Medium Sand 

61’ 
6”

Bentonite Chips (hydrated)

55.5’ 

55.2’ 
54.0’

Medium Sand 
0.010”

2 3/8” 2” 
PVC 

44.0’ 
42.0’ 

 

2” 
PVC 

2 3/8” 
25’ 

Portland Cement/Bentonite mix 

4’
6” 

12” 
20’

0.4’ 

Bentonite Chips (hydrated) 

ADT 

Note: Centralizer 
placed near 
bottom of screen 
and near mid 
point of riser. 
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PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

20.66’ 

Ron Ball

10-6-97

7607-0320

SB 215

Willow Ave. 
 

0.25’ 
Quikrete cement
24”

1.3’
18”

steel
1.5’

2’

2.25” 2”
PVC 

bentonite chips

2’
bentonite chips

6’

9’
8.75”
schedule 40 PVC

0.010” factory slotted

2” 2.25”
# 00 sand

19’

19.3’

bentonite chips, MW215B

40.6’

MW-215S 

Note: 
- boring advanced w/sonic 
- 0 centralizers 
 
MW215B well constructed below 
MW215S in same borehole 



 

93 

 
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Les Darrow
11/7/02

N4236-0320
MW-215SG 

SB-215SG

0.8’
Concrete pad 
15” 

0.6’
4” 
Road box
2.0’
3.0’

¾” 1 1/8”
PVC 

N/A 
3.0’ 

Bentonite chips 
6.3’ 

7.0’
4” 
PVC
0.010”

1.5” 1.875”

Med. sand 

8.0’ 

8.0’ 

N/A 

8.0’ 

TtNUS Form 0058

93 Willow Avenue 

Valve = 0.5’ 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    20.62 feet 
 
Elevation Top of Riser Pipe    N/A 

20.6 feet 
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FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark  

Stratford, CT 

US EPA , RAC I 

Alliance 

Joe Mello 

31.21’ 

Ben Grim 

09/24/97 

Top of Bedrock      13.5’ BGS 

 

216B 

Upgradient - on DPW land 

 

0.36’ 

Quikrete cement 
18”x18” 

1.4’ 

8” 

steel 

1.5’ 

2’ 

2.38” 2” 

Schedule 40 PVC 

cement/bentonite/grout 

34’ 

bentonite chips 

36.5’ 

40.7’ 

5” 

PVC 

0.010” factory slotted 

2” 2.38” 

# 00 

65.7’ 

66.0” 

 

66.0’ 

216B 
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DATE:
PAGE:

WELL NO:
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BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

 
MW-216DB 

SB-216DB 

DPW lawn ~ 8’ north of  

MW-216B. 30-40’ from bldg. 

Aquifer Drilling & Testing Marty Harrington 

02/15/99

US EPA – Region 1 

0.24’ 

31.17’ 

30.96’ 

 
Cement 

18 

1.0 

8 

Steel Road Box 

1.9’ 

5.0’ 

2.3 2 

Schedule 40 PVC 

Bentonite Chips 

5.0’ 

Bentonite Chips 

68.0 

68.5 

3.0 

Schedule 40 PVC 

0.020 in slotted 

2 2.3 

N/A 

98.5 

None 

15 

68 

105 

Tracy Dorgan 

31.2’ 
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BORING NO:

BORING LOCATION:

PROJECT NO:

OF
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FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

16.23’ 

Ron Ball

10-24-97

7607-0320

217 (A-2)

Housatonic Ave. in front of 242
Housatonic Ave.

0.22’ 
Quikrete cement
18-24”

1.4’
8”

steel
1.6’

2’

2.3” 2.03” 
PVC 

MW-217D

36’
med. bentonite chips

43’

45’
5”
PVC

0.010” factory slotted

2.03” 2.3”
# 00 sand

70’

71’

none 

71’

217B 

Depth of bedrock (ft.) - 36 
 
Note: 
- 1 centralizer at 40 fbgds 
- no secondary filter pack 
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DRILLER:

DATE:
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PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION
( )

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION
( )

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION TETRA TECH NUS

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground
l i iNOT

il bl

 

Raymark OU2, Phase I Groundwater
Stratford, CT 

US EPA, RAC I 
Alliance 
Joe Mello 

16.23’ 

Ron Ball

10-24-97

7607-0320

217 (A2)

In front of 242 Housatonic Ave.
 

0.26’ 
Quikrete cement
18-24”

1.4’
8”

steel
1.6’

2’

2.3” 2.03” 
PVC 

none

2’
bentonite chips

22’

25’
9”
PVC

0.010” factory slotted

2.03” 2.3”
# 00 sand

35’

36’

MW-217B and bentonite

71’

217D 

Note 
- 1 centralizer 
- boring advanced w/sonic 
 
Secondary Filter Pack: 
- 000 sand 
- 22-23 fbgs 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/23/02 @ 1650 

N4236-0320
MW-217S 

SB-217S

0.5’
Concrete
17”
0.5’
5” 
Steel Road Box
2’ 
3.0’

2” 2.375”
PVC 

Bentonite Chips 
3.0’ 

Bentonite Chips 
9’ 

11’

3”
PVC
0.010”

2” 2.375”

Filter sand 

21’ 

22’ 

N/A 

22’ 

TtNUS Form 0058

In front of 232 Housatonic Ave. 
residence. 

Centralizer #1 @ 21-22’ bgs 

Bottom of Sump @ 22’ bgs 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    15.67 feet 
 
Elevation Top of Riser Pipe     15.3 feet 

15.7 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Les Darrow
11/4/02

N4236-0320
MW-217SG 

SB-217SG

1.0’
Concrete pad 
18” 

1.0’
4” 
Road box
2.0’
3.0’

¾” 1 1/8”
PVC 

N/A 
3.0’ 

Bentonite chips 
6.5’ 

7.0’
4” 
PVC
0.010”

2” 2.375”

Med. sand 

8.0’ 

8.0’ 

N/A 

8.0’ 

TtNUS Form 0058

232 Housatonic Ave. 
 

12” screen 
8’ borehole 
Risers = 7.0’-1.0’ 
           =5’ 

Valve = 0.5’ 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    15.76 feet 
 
Elevation Top of Riser Pipe    N/A 

15.7 feet 
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PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

 
MW-301B 

SB-301B

In road in front of 99 

Riverview Drive 

Aquifer Drilling & Testing Marty Harrington 

11/21/98

US EPA – Region 1 

0.22’ 

                   13.45’ 

13.08’ 

 
Cement 

12” 

1.5’ 

8 in. 

Steel Box Road 

2.0’ 

2.5’ 

2.25” 2” 

Schedule 40 PVC 

Bentonite/Water Slurry 

50.0 

Bentonite Chips (hydrated) 

53.7’ 

54.2’ 

3” 

Schedule 40 PVC 

0.020” Factory Slotted 

2” 2.25” 

84.5’ 

84.2’ 

None 

     ~52.0’ 

54.0’ 

84.5’ 

Tracy Dorgan 

13.5’ 

Bottom of Ring   54.0 
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DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark  

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

A.Putnam 

13.8 ft. 

K.Kutarnia

01/11/99 

SB-301D

Riverview Place

 

0.3’ 

Concrete
1.0’ 

1.0’ 

0.8’ (8 ¼”) 

Steel 

2’ 

2.5’ 

2.3” 2” 

Schedule 40 PVC 

Bentonite/Water Slurry 

28’ 

Bentonite Chips 

31’ 

35.4’ 

4” 

Schedule 40 PVC 

0.010 in. factory slotted 

2” 2.3” 

Sand 

45.4’ 

45.95 

N/A 

45.95 

MW-301D 

Note: 
2 Stainless Steel centralizers 
placed on screen 
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CHECKED BY:

DRILLER:

DATE:

DATE:
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WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)
TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark  

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

Tracy Dorgan 

14.1 ft. 

Ken Kutarnia

01/08/99 

SB-301

In road in front of 99 Riverview

Terr. ~ 15’ from MW-301B

0.27’ 

Concrete
12” 

1.5’ 

8” 

Steel Pipe Road Box 

2.0’ 

2.5’ 

2.3” 2” 

Schedule 40 PVC 

N/A 

2.5’ 

(Hydrated) Bentonite Chips 

3.5’ 

5.0’ 

4” 

Schedule 40 PVC 

0.010 in. Factory Slotted

2” 2.3” 

#1 morie silica sand 

20.0’ 

21.0’ 

N/A 

21.0’ 

MW-301S 

Note: 
2 stainless steel centralizers 
placed on screen approx. 3 ft. 
from each end. 
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CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  

Stratford, CT 
 

MW-302B 

SB-302B

Housatonic Ave. & Willow Ave. 

 

Aquifer Drilling & Testing Scott Bray

11/23/98 

US EPA – Region 1 

0.25’ 

22.68’ 

22.46’ 

 
Concrete 

14” 

0.25’ 

8” 

Steel Road Box 

2.0’ 

5.0’ 

2.25” 2” 

Schedule 40 PVC 

Bentonite Slurry 

54.0’ 

Bentonite Chips (hydrated) 

59.5’ 

59.5’ 

3” 

Schedule 40 PVC 

0.020” factory slotted 

2” 2.25” 

N/A 

91.9 

None 

57.0’ 

59.5’ 

92.4 

John R. Trottier 

22.7’ 
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DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)
TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark  

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

A.Putnam 

22.6’ 

K.Kutarnia

01/05/99 

302D

Willow Ave. and Housatonic Ave.

 

0.3’ 

Concrete
1.0” 

1’ 

0.8’ (8 ¼”) 

Steel 

2’ 

2.5’ 

2.3” 2” 

Schedule 40 PVC 

Bentonite/Water Slurry 

31’ 

Bentonite Chips 

33’ 

35’ 

4” 

Schedule 40 PVC 

 0.010” factory slotted 

2” 2.3” 

Sand 

45’ 

46’ 

N/A 

46’ 

302D 

Note: 
2 Stainless Steel centralizers placed 
on screen 
 



PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)
TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark  

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

John Trottier 

22.7’ 

Scott Bray 

11/18/98 

SB-302S

Housatonic Ave. near Willow Ave. 

 

0.25’ 

Concrete
4” 

0.25’ 

10” 

Flush Mount 

2’ 

3’ 

2.25” 2” 

2” PVC 

Sand 

6.5’ 

Bentonite Pellets 

8.5’ 

15’ 

4” 

2 Screen PVC 

0.010 in.factory slotted 

2” 2.25” 

Sand 

25” 

25.33’ 

N/A 

25.33’ 

MW-302S 

Note: 
2 Stainless Steel Centralizers placed 
on screen. 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Les Darrow
11/5/02

N4236-0320
MW-302SG 

SB-302SG

0.8’
Concrete pad

0.5’
4” 
Road box
2.0’
2.3’

¾” 1 1/8”
PVC 

N/A 
3.0’

Bentonite chips 
6.5’ 

7.0’
4” 
PVC
0.010”

2” 2.375”

Med. sand 

8.0’ 

8.0’ 

N/A 

8.0’ 

TtNUS Form 0058

Across the street from  
337 Housatonic Ave. 

Riser pipe = 6.2’ 

Valve = 0.5’ 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    22.06 feet 
 
Elevation Top of Riser Pipe    N/A 

22.1 feet 
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WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

 
MW-303B 

SB-303B 

In front Parking Lot @ 730 

Barnum Ave. 

Aquifer Drilling & Testing M. Harrington 

01/20/99

US EPA – Region 1 

0.27’ 

                   30.30’ 

30.03’ 

 
Concrete 

12” 

1.0’ 

8 in. 

Steel Pipe Road Box 

2.0 ft. 

3.5 ft. 

2.3” 2” 
Schedule 40 PVC 

Bentonite Chips 

3.5’ 

Bentonite Chips (hydrated) 

10 ft. 

12.5 ft. 

3 in. 

Schedule 40 PVC 

0.020 in. factory slotted 

2” 2.3” 

No filter pack, open hole 

52.5’ 

None 

           7.5’ 

9.8’ top of ring 

53 

Tracy Dorgan 

  30.30 
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CHECKED BY:

DRILLER:

DATE:
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PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

 
MW-304B 

SB-304B 

Behind Marshalls adjacent to  

I-95 

Aquifer Drilling & Testing S.Bray & T. Archenbach 

12/04/98

US EPA – Region 1 

0.6’ 

                   30.30 

30.03 

 
Concrete 

10” 

0.5’ 

8 ¼” 

Steel Road Box 

2.1’ 

3’ 

2 3/8“    2” 

Schedule 40 PVC 

Bentonite/Water Slurry 

62.5’ 

     Bentonite  

64.5’ 

63.4’ 

3” I.D. 

Schedule 40 PVC 

     0.020 inch 

2” 2 3/8” 

     N/A 

93.4’ 

N/A 

Top of bedrock   62.5’ 
 
Bottom of 4” O.D. rock socket at 
64.5 
 
PVC depth to ring               64.5’  
Metal clamp top and bottom 

 

94.4’(weighted tape) 

E. Thibodeau 

  10.7’ 

 

 

Note: 
Taped depth of well = 93.4” 
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PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)
TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark  

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

A.Putnam 

10.4’ 

K.Kutarnia

01/13/99 

SB-304D

Corner of Ferry Boulevard and  

Longbrook 

0.3” 

Concrete
10” 

1’ 

8 ¼” 

Steel Flush Mount 

2’ 

3’ 

2.3” 2” 

Schedule 40 PVC 

Bentonite/Water Slurry 

45’ 

Bentonite Chips 

47’ 

49.5’ 

4” 

Schedule 40 PVC 

0.010” factory slotted 

2” 2.3” 

Sand 

59.5’ 

59.9’ 

N/A 

59.9’ 

MW-304D 

                              
 
Note: 
2 Stainless Steel centralizers placed 
on screen. 
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CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)
TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark  

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

A.Putnam 

10.4’ 

K.Kutarnia

01/13/99 

SB-304S

Corner of Ferry Boulevard and

Longbrook 

0.25’ 

Concrete
1” 

1.2’ 

8 ¼” 

Steel Flush Mount 

2’ 

2.5’ 

2.3” 2” 

Schedule 40 PVC 

N/A 

2.5’ 

Bentonite Chips 

3.5’ 

4.3’ 

4” 

Schedule 40 PVC 

0.010” factory slotted 

2” 2.3” 

Sand 

19.3’ 

20.2’ 

N/A 

20.2’ 

MW-304S 

 
 
Note: 
2 Stainless Steel centralizers placed 
on screen. 



 

 
 

 
 
 

 

 
 

 
  
 

 
  

 

 

 

 

PROJECT NAME:

PROJECT LOCATION:

CLIENT:

CONTRACTOR:

LOGGED BY:

CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

 
MW-305B 

SB-305B 

Beneath Billboard @ Stratford 

Shopping Center 

Aquifer Drilling & Testing Marty Harrington 

12/11/98

US EPA – Region 1 

0.14’ 

10.07’ 

    9.86’ 

 
Concrete 

12” 

1.0’ 

8” 

Steel road - box 

2.0’ 

2.5’ 

2.25” 2” 

Schedule 40 PVC 

Bentonite/Water Slurry 

Approx. 98’ 

Bentonite Chips 

103.7’ 

104’ 

3 in. 

Schedule 40 PVC 

0.020 in. factory slotted 

2” 2.25” 

Open hole to EOB 

134’ 

None 

~101’ 

104’ 

134.9 

Tracy Dorgan 

10.0’ 



TtNUS form 0060 
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BORING NO:
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PROJECT NO:
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ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark OU2   

Stratford, CT 

N4236-0320
MW-305BR 

SB-305BR

Under billboard between Bally’s
and movie theater parking lot.

ADT. Les Darrow

12/18/02 – 12/19/02 

U.S EPA  Region I 

0.5’

 

 

 
Concrete pad
18”
1.5’
8”
Steel roadbox
2’
3’

 2.375”  2” 
PVC 

Bentonite slurry
89.5’

  Bentonite chips- hydrated

95.5’
95.5’

0-95.5=4”, 95.5-109=3”
PVC
0.010”

   2” 2.375”

N/A

105.5’
N/A

89.5 

95.5 

109 

J. Lambert 

 

1.2’ sump to 106.7’ 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing   9.27 feet 
 
Elevation Top of Riser Pipe    8.65 feet 

9.1 feet 
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WELL NO:
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PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)
TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark  

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

A.Putnam 

10.0’ 

K.Kutarnia

01/19/99 

 

SB-305D

West side of 95, between 

Ponderosa Rest. & cinema

0.3’ 

Concrete
10” 

1’ 

8 ¼” 

Steel Flush Mount 

2’ 

4’ 

2.3” 2” 

Schedule 40 PVC 

Bentonite/Water Slurry 

43’ 

Bentonite Chips 

45’ 

48.5’ 

4” 

Schedule 40 PVC 

0.010” factory slotted 

2” 2.3” 

Sand 

58.5’ 

59.0’ 

N/A 

59.0’ 

MW-305D 

 
 
Note: 
2 Stainless Steel centralizers placed 
on screen. 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Les Darrow
1/7/03

N4236-0320
MW-305DR 

SB-305DR

0.5’
Concrete
16” 

1.0’
8” 
Steel roadbox
2.0’
2.5’

2.0” 2.375”
PVC 

Bentonite Slurry 
45.0’ 

Bentonite Chips (hydrated) 
47’ 

48.8’

0–10=4” 0-12=5”
PVC
0.010”

2.0” 2.375”

Medium sand 

58.8’ 

60’ 

N/A 

60’ 

TtNUS Form 0058

Under billboard between   
Theater & Bally’s parking lots 

1.2’ long 
sump 

T. Dorgan 9/11/03 

Elevation Top of Protective Casing    9.29 
Ft. 
 
Elevation Top of Riser Pipe     8.65 Ft. 

9.1 Ft. 
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FLUSH MOUNT PROTECTIVE CASING
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DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark  

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

A.Putnam 

10.3’ 

K.Kutarnia

01/19/99 

SB-305S

West side of I-95 between 

Ponderosa Rest. & Cinema 

2.0’ 

Concrete
10” 

0.8’ 

8 ¼” 

Flush mount, aluminum collar 

1.0’ 

1.5’ 

2.3” 2” 

Schedule 40 PVC 

N/A 

1.5’ 

Bentonite Chips 

3’ 

3.5’ 

4” 

Schedule 40 PVC 

0.010” factory slotted 

2” 2.3” 

Industrial Grade Sand 

18.5’ 

19’ 

N/A 

19’ 

MW-305S 

                              
 
Note: 
2 Stainless Steel centralizers placed 
on screen. 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Les Darrow
1/7/03

N4236-0320
MW-305SR 

SB-305SR

0.5’
Concrete
16” 

1.0’
8” 
Steel roadbox
2.0’
2.1’

2.0” 2.375”
PVC 

N/A 
2.1’ 

Bentonite Chips (hydrated) 
3’ 

3.5’

4.0”
PVC
0.010”

2.0” 2.375”

Medium sand 

12’ 

12’ 

N/A 

12’ 

TtNUS Form 0058

Under billboard between   
Theater & Bally’s parking lot 

End Cap 

D. Hartigan 9/17/03 

Elevation Top of Protective Casing    9.45 
Ft. 
    
Elevation Top of Riser Pipe    8.94 Ft. 

9.3 Ft. 
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BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

 
MW-306B 

SB-306B 

Approx. 5’ from PZ-12, located betw. 
Boiler Room, Anodizing Bldg., Gas 
Pump Bldg. & Sludge Beds @ Contract 
Platings 

Aquifer Drilling & Testing Marty Harrington 

01/07/99

US EPA – Region 1 

0.6’ 

18.79’ 

  18.20’ 

 
Concrete 

6-8 in. 

1.2’ 

8” 

Steel Road Box 

2.0’ 

3.0’ 

2.3” 2” 

Schedule 40 PVC 

Bentonite/Water Slurry 

17.8’ 

Bentonite Chip 

23’ 

23’ 

4” 

Schedule 40 PVC 

0.020 in. slotted 

2” 2.3” 

No filter pack 

53’ 

None 

       22’ 

23’ 

54’- cored 

Tracy Dorgan 

18.8’ 

Note:    53.6’ - (0.4 stub of core left in hole) 
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BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

 
MW-306DB 

SB-306DB 

Approx. 10’ south of MW-306B 

 

Aquifer Drilling & Testing Marty Harrington 

01/13/99

US EPA – Region 1 

0.43’ 

18.78’ 

18.37’ 

18.8’ 
Concrete 

12” 

1.4’ 

8” 

Steel Road Box 

1.95’ 

2.5’ 

2.3” 2” 

Schedule 40 PVC 

Bentonite/Water Slurry 

20.5’ 

Bentonite Chips 

54’ 

54’ 

3” 

Schedule 40 PVC 

0.020” Factory Slotted 

2” 2.3” 

N/A 

84’ 

None 

21’ 

54’ 

86’ 

Tracy Dorgan 

Slough from 5” bore hole filled in from 86-85’ 
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BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

 
MW-307B 

SB-307B 

Cottage Place approx. 5 ft. 

From 307DB 

Aquifer Drilling & Testing Marty Harrington 

02/02/99

US EPA – Region 1 

0.21’ 

34.83’ 

34.59’ 

34.8’ 
Concrete 

12” 

1.0’ 

8” 

Steel Pipe 

2.0’ 

4.0’ 

2.3” 2” 

Schedule 40 PVC 

Bentonite Chips 

4.0’ 

Bentonite Chips (hydrated) 

7.5’ (bottom of ring) 

7.5’ 

3” 

Schedule 40 PVC 

0.020” factory slotted 

2” 2.3” 

N/A 

37.5’ 

None 

6.0’ 

7.3’ 

Cored to 39 

Tracy Dorgan 

 

Note :  Meas. Open hole to 38.9’ – 0.1’ stub of core @ EOB 

Ring is 0.2’ long 
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BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

 
MW-307DB 

SB-307DB 

On Cottage Place approx. 5 

Ft. from MW-307B 

Aquifer Drilling & Testing Marty Harrington 

02/04/99

US EPA – Region 1 

0.47’ 

34.98’ 

34.55’ 

 
Concrete 

12” 

1.2’ 

8” 

Steel Pipe Road Box 

1.9’ 

4’ 

2.3” 2” 

Schedule 40 PVC 

Bentonite Chips 

4’ 

Bentonite Chips 

41’ 

41’ 

3” 

Schedule 40 PVC 

0.020 in. factory slotted 

2” 2.3” 

N/A 

71’ 

None 

6 ft. 

41’ 

73 

Tracy Dorgan 

35.0’ 

5 in. diameter hole to  41’ 
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DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE
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BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:
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DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

 
308B 

308B 

 

 

Aquifer Drilling & Testing S.Bray 

02/04/99

US EPA – Region 1 

0.63’ 

38.41’ 

37.77’ 

 
Concrete 

12 

0.4 

8 

Steel Flush Mount 

2 

2.8 

2.25 2 

Schedule 40 PVC 

Bentonite Chips 

3.5 

Bentonite Chips 

5.3 

5.5 

3 

Schedule 40 PVC 

0.02” 

2 2.25 

N/A 

35.5 

None 

3.7 

5.5 

38.2 

D.Whalen 

38.4’ 
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PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  

Stratford, CT 
 

308DB 

308DB 

 

 

Aquifer Drilling & Testing S.Bray 

02/10/99

US EPA – Region 1 

0.17’ 

38.24’ 

38.03’ 

38.2’ 

Concrete 

12 

0.4 

8 

Steel Flush Mount 

2 

2.9’ 

2.3 2 

Schedule 40 PVC 

Bentonite Chips 

2.9’ 

Bentonite Chips 

39.8 

40 

3 

Schedule 40 PVC 

0.02” 

2 2.25 

N/A 

70 

None 

3.7’ 

40 

71.7 

D.Whalen 
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RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
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TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

 
MW 309B 

SB 309B 

~ 15’ NE of E.Main St. in  

Front of Dresser Ind. & Frog 
Pond Bar 

Aquifer Drilling & Testing Marty Harrington 

02/22/99

US EPA – Region 1 

0.31’ 

11.19’ 

10.89’ 

 
Cement 

1.0 ft. 

1.3 

8 

Steel Road Box 

2.0 

3.0 

2.3 2 

Schedule 40 PVC 

Quick Gel, Bent./Water Slurry 

94.7’ 

Bentonite Chip 

99.1’ 

99.1’ 

3 in. 

Schedule 40 PVC 

0.020” Factory Slotted 

2 2.3 

N/A 

129.1 

N/A 

~96’ 

99’ 

130 

Tracy Dorgan 

11.2’ 
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DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark  

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

Tracy Dorgan 

11.6’ 

M.Harrington

02/25/99 

 

SB-309D

~10’ off E. Main St. in front of

Dresser Ind. & Frog Pond Bar

0.22’ 

Concrete/Cement
1.5 ft. 

1.0 

8 in 

Steel Road - Box 

1.9’ 

5.5’ 

2.3” 2” 

Schedule 40 PVC 

Bentonite & Water Slurry 

79.0’ 

Bentonite Chips 

81.0 ft.  

84.0 ft.  

4 in. 

Schedule 40 PVC 

0.010 in. slotted 

2” 2.3” 

No. 1 Silica Sand 

94.0 ft. 

94.2 ft. 

N/A 

94.2’ 

MW-309D 

       0.2’ long sump / end cap 
 
 
Note: 
2 Stainless Steel centralizers placed 
on top and bottom of screen. 
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DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)
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FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark  

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

Tracy Dorgan 

11.7’ 

M.Harrington

02/26/99 

 

SB-309S

Approx. 6-8’ from 309D  10’

From E. Main St. in front of Dresser 
Ind. 

0.52’ 

Concrete
18 in. 

1.0’ 

8 in. 

Steel Road Box 

2.0’ 

2.5’ 

2.3” 2” 

Schedule 40 PVC 

N/A 

2.5’ 

Bentonite Chips 

3.8’ 

5.0’ 

4 in. 

Schedule 40 PVC 

0.010 in. slotted 

2” 2.3 

No. 1 Silica Sand 

20.0’ 

20.3’ 

N/A 

20.3’ 

MW-309S 

     0.2’ Long sump / end cap 
     at end of screen 
 
Note: 
2 Stainless Steel centralizers placed 
on top and bottom of  well screen. 
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FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)
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BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

 
310B 

310 

On grass strip in front of  

687 East Broadway 

Aquifer Drilling & Testing Scott Bray 

12/11/98

US EPA – Region 1 

0.66’ 

16.86’ 

16.24’ 

 
Redi-Mix cement 

18” 

0.6’ 

8” 

Steel 0.25” 

2.5’ 

3’ 

2.3” 2” 

PVC – Schedule 40 

Bentonite/Water Slurry 

61.5’ 

Bentonite 

63.5’ 

64.0’ 

3” 

PVC 

0.020 inch factory slotted 

2” 2.3” 

114.1’ 

113.8’ 

Open, no filter pack 

62.5’ 

63.5’ 

114.1’ 

Joe Mello 

16.9’ 
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TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)
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END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark  

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

A.Putnam 

16.9’ 

K.Kutarnia

01/20/99 

SB-310D

East Broadway

 

0.5’ 

Concrete
10” 

1’ 

8 ¼” 

Steel Flush Mount 

2’ 

3.5’ 

2.3” 2” 

Schedule 40 PVC 

Bentonite/Water Slurry 

43’ 

Bentonite Chips 

46’ 

48’ 

4” 

Schedule 40 PVC 

0.010” factory slotted 

2” 2.3” 

Sand 

58’ 

59’ 

N/A 

59’ 

MW-310D 

 
 
Note: 
2 Stainless Steel centralizers placed 
on well screen. 
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FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark  

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

A.Putnam 

16.9’ 

K.Kutarnia

01/21/99 

SB-310S

East Broadway

 

0.5’ 

Concrete
10” 

1’ 

8 ¼” 

Steel Flush Mount 

2’ 

4’ 

2.3” 2” 

Schedule 40 PVC 

Bentonite Chips 

7’ 

Bentonite Chips 

9.5’ 

11.8’ 

4” 

Schedule 40 PVC 

0.010” factory slotted 

2” 2.3” 

Sand 

26.8” 

28.1’ 

N/A 

28.1’  

MW-310S 

                              
Note: 
2 Stainless Steel centralizers placed 
on screen. 
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TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)
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BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

 
MW-311B 

SB-311B 

Corner of Elm St. and  

Judson Pl. 

Aquifer Drilling & Testing Scott Bray 

02/01/99

US EPA – Region 1 

0.13’ 

17.52’ 

17.37’ 

 
Cement 

12” 

0.5’ 

8” 

Flush Mount 

1.5’ 

1.7’ 

2.25” 2” 

Schedule 40 PVC 

Bentonite/Water Slurry 

67’ 

Bentonite Chips 

69.8’ 

70’ 

3” 

Schedule 40 PVC 

0.02” 

2” 2.25” 

N/A 

100’ 

None 

68.2’ 

70’ 

100.35’ 

D.Whalen 

17.5’ 
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FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)
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DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark  

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

A.Putnam 

17.8’ 

K.Kutarnia

01/29/99 

311D

Elm St. and Judson Place

 

0.32’ 

Concrete
1’ 

1” 

8 ¼” 

Steel Flush Mount 

2’ 

3’ 

2.3” 2” 

Schedule 40 PVC 

Bentonite/Water Slurry 

46.2’ 

Bentonite Chips 

48.5’ 

53.5’ 

4” 

Schedule 40 PVC 

0.010” factory slotted 

2” 2.3” 

Sand 

63.5’ 

64.7’ 

N/A 

64.7’ 

MW-311D 

                              
 
Note: 
2 Stainless Steel centralizers placed 
on well screen. 
 
Coupler in PVC @ 1’ bgs. 
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PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)
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FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)
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DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK
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DEPTH BOTTOM OF DRAIN LAYER (Ft.)
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I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark  

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

A.Putnam & K.O’Neil 

17.7’ 

K.Kutarnia

01/28/99 

311S

Corner of Elm St. and Judson

Place 

0.21’ 

Concrete
1” 

1’ 

8 ¼” 

Steel Flush Mount 

2’ 

2’ 

2.3” 2” 

Schedule 40 PVC 

Sand 

2.0’ 

Bentonite Chips 

6.5’ 

8’ 

4” 

Schedule 40 PVC 

0.010” factory slotted

2” 2.3” 

Sand 

23’ 

24’ 

N/A 

24’ 

311S 

                              
Note: 
2 Stainless Steel centralizers placed 
on well screen. 
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TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

 
MW-312B 

SB-312B 

Edge of Del-Buno Wetland along 

Lockwood Ave.behind 90 Ferry 
Blvd. 

Aquifer Drilling & Testing Marty Harrington 

01/28/99

US EPA – Region 1 

0.25’ 

7.32’ 

7.05’ 

 
Concrete 

12”-14” 

1.3’ 

8” 

Steel Pipe Road Box 

2.0’ 

3.1’ 

2.3” 2” 
Schedule 40 PVC 

Quick Gel, Bent.&Water Slurry 

89.4’ 

Bentonite Chips 

92.8’ 

93’ 

3” 

Schedule 40 PVC 

0.020 in. Factory Slotted 

2” 2.3” 

None 

123’ 

None 

90.5’ 

93.0’ 

Cored to 124’ 

Tracy Dorgan 

7.3’ 

Note : Core stub remnant left in 
boring open hole to 123.4’ 

Ring is 0.2’ long 
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PROJECT LOCATION:

CLIENT:

CONTRACTOR:
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CHECKED BY:

DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)
TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark  

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

A.Putnam 

7.5’ 

K.Kutarnia

02/02/99 

312D

Longbrook Ave.

 

0.35’ 

Concrete
1” 

1’ 

8 ¼” 

Steel Flush Mount 

2’ 

3.5’ 

2.3” 2” 

Schedule 40 PVC 

Bentonite & Water Slurry 

72.5’ 

Bentonite Chips 

75.5’ 

79’ 

4” 

Schedule 40 PVC 

0.010” factory slotted 

2” 2.3” 

Sand 

89’ 

90.1’ 

 N/A 

90.1’ 

312D 

                              
Note: 
2 Stainless Steel centralizers placed 
on well screen. 
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DATE:

DATE:
PAGE:

WELL NO:
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BORING LOCATION:

PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)
TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark 

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

A.Putnam 

7.5’ 

K.Kutarnia

02/03/99 

312S

Longbrook Ave. 
 

0.24’ 

Concrete
1” 

1’ 

8 ¼” 

Steel Flush Mount 

1’ 

1.8’ 

2.3” 2” 

Schedule 40 PVC 

N/A 

1.8’ 

Bentonite Chips 

2.5’ 

3.2’ 

5” 

Schedule 40 PVC 

0.010” factory slotted 

2” 2.3” 

Sand 

8.2’ 

8.8’ 

N/A 

8.8’ 

312S 

                              
 
Note: 
2 Stainless Steel centralizers placed 
on well screen. 
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OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)
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DEPTH TOP OF PERVIOUS SECTION (Ft.)
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TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  

Stratford, CT 

US EPA Region 1 

Aquifer Drilling & Testing 

 

Scott Bray

 MW-313B 

SB-313B 

Access Road between Main
 
St. and Sutton

 
2.61’

 

 

1.59’

Concrete 

12” 

1.5’ 

4” 

Steel

2.4’ 

3.0’ 

2” 2.25” 

PVC 

Bentonite Slurry

27.3’ 

Bentonite Chips

32’

32’

3”

0.020” factory slotted

2.25” 2” 

None 

62’ 

62.4’

30.3’ 

32’ 

62.8’ 

PVC 

11.49’

K. O’Neill 

9.9’ 

12.51’ 
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DEPTH TOP OF PERVIOUS SECTION (Ft.)
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TYPE OF PERVIOUS SECTION
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TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
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DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

US EPA Region 1 

Aquifer Drilling & Testing 

 

S. Bray 

02/19/99

 MW-313D 

SB-313D 

 
  

 
2.55’

 

 

1.71’

Concrete 

12” 

1.5’ 

4” 

Steel

3.0’ 

4.0’ 

2” 2.25” 

PVC 

Bentonite Chips 

4’ 

Bentonite Chips

15.5’

18’

4”

0.01”  

2.25” 2” 

No. 1 Sand 

28.5’ 

29.5’

87.5’ 

87.9’ 

29.5’ 

Schedule 40 PVC 

10.30’ 

10.96’ 

D. Whalen 

9.9’ 
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PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

US EPA Region 1 

Aquifer Drilling & Testing 

 

S. Bray 

02/19/99

 MW-313S 

SB-313S 

 
  

 
2.76’

 

 

1.88’

Concrete 

12’ 

1.5’ 

4” 

Steel

2.0’ 

2.1’ 

2” 2.25” 

Schedule 40 PVC 

Bentonite Chips 

2.1’ 

Bentonite Chips

2.5’

3’

4”

0.01”  

2.25” 2” 

No. 1 Sand 

12.0’ 

12.5’

87.5’ 

87.9’ 

13’ 

Schedule 40 PVC 

10.30’ 

10.96’ 

D. Whalen 

9.9’ 
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PROJECT NO:
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CASING
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GROUND
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LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)
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DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)
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DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  

Stratford, CT 

US EPA Region 1 

Aquifer Drilling & Testing 

 

Marty Harrington

12/19/98

 MW-401B

401B 

OU4 Memorial Ballfied near
 

S. fence & border w/contract  
plating 

 
2.19

 

5 in. 

 

1.74

Concrete 

1.5 

4 

Steel Pipe

2.5 

3.6 

2 2.25 

Schedule 40 PVC 

Bent.& Water Slurry 

34.2’ 

Bentonite

36.7’

37.5’

3.0

0.020” factory slottted 

2.25 2 

None 

57 

No filter pack

~36’ 

37.0’ 

57.4

Schedule 40 PVC 

25.36’ 

25.69’ 

Tracy Dorgan

23.4’ 

PVC ring is 0.3’ long 
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DEPTH TOP OF PERVIOUS SECTION (Ft.)
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TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark  
Stratford, CT 

Aquifer Drilling & Testing 
A.Putnam 
 

01/27/99 
 

 
401S 

SB-401S 

Memorial Ballfield off Frog 
Pond Lane 

   2.12’ 

   1.72 
 

Concrete 

8” 

1.2’ 

4 ¼” 

Steel 

2’ 

4’ 

2.3” 2” 

Schedule 40 PVC 

Bentonite Chips 

 10’ 

12.5’ 

15’ 

4” 

10 Slot 0.010” 

2.3” 2” 

Sand 

15’ 

26.4’ 

---------- 

 

23.0’ 

24.77’ 

25.12’ 

U.S. EPA  Region 1 
K.Kutarnia 

26.4’ 

Schedule 40 PVC 

Bentonite Chips 

2 Stainless Steel centralizers 
placed on well screen. 
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DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)
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TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)
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TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark  
Stratford, CT 

 
MW-402B 

SB-402B 

Daley Construction Yard 

 

Aquifer Drilling & Testing Scott Bray 

01/19/99

US EPA – Region 1 

0.33’ 

12.98’ 

12.67’ 

 
Concrete 

12” 

1.0 

8 in. 

Flush Mount 

2 

3 

3.25 2 

Schedule 40 PVC 

Bentonite Slurry 

58.80 

Bentonite Chips (hydrated) 

60.80 

61.10 

3 

Schedule 40 PVC 

0.02” factory slotted 

2” 2.25 

121.95 

121.10 

None 

60.60 

60.80 

121.95 

John R. Trottier 

13.0’ 
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END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark  

Stratford, CT 

U.S. EPA Region I 

Aquifer Drilling & Testing 

A.Putnam 

 

K.Kutarnia

01/22/99 

SB-402S renumbered  
01/27/99 

OU4 Ballfield just inside the 

Entrance gate 

4” 

Concrete
10” 

1’ 

8 ¼” 

Steel Flush Mount 

2’ 

2.9’ 

2.3” 2” 

Schedule 40 PVC 

---------- 

2.9’ 

Bentonite Chips 

3.9’ 

5’ 

4” 

Schedule 40 PVC 

10 Slot 0.010” 

2” 2..3” 

Sand 

20’ 

21.2’ 

---------- 

21.2’ 

MW-402S 

                              
Note: 
2 Stainless Steel centralizers placed 
on well screen. 

13.0’ 
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RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
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DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark OU2   

Stratford, CT 
N4236-0320

MW-501B 

SB-501B

Allyndale Road and East Main 
 

ADT Les Darrow

8/13/02 – 8/14/02 

U.S EPA  Region I 

0.6’

 

 

 
Concrete 
24”
12”
8”
Steel
2’
5’

2.375”  2” 
PVC 

Bentonite slurry
38’

  Bentonite chips

48’
48.5’
4”
PVC
0.020”

   2” 2.375”

None open borehole

58.0’
 

45.4 

48 

61 

Chuck Meyer 

5.0’ 

1.2’ sump 
Bottom of Screen 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    16.70 feet 
 
Elevation Top of Riser Pipe    16.72 feet 

16.5 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 
Chuck Meyer 

 

Les Darrow
9/4/02

N4236-0320
MW-501D 

SB-501D

0 
Concrete  
24” 

1.5”
5” 
Steel
2.0’
3.0’

2.0” 2.375”
PVC 

Bentonite Slurry 
32.5’ 

Bentonite Chips 
35.7’ 

38.5’
4” 
PVC
0.01 screen

2” 2.375”

0.0 sand 

43.5’ 

43.8’ 

1.2’ PVC Sump

45’ 

TtNUS Form 0058

Corner of Allendale and  
East Main Street 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing   16.57 feet 
 
Elevation Top of Riser Pipe    16.05 feet 

16.5 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

Chuck Meyer 
 

Les Darrow 

8/15/02

N4236-0320
MW-501S 

SB-501S

0.6’
Concrete
24” 

1.5’
8” 
Steel
2.0’
3.0’

2.0” 2.375”
PVC 

0 Sand 
3.0’ 

Bentonite  
5.0’ 

7.6’
4” 
PVC
0.010”

2.0” 2.375”

0 Sand 

16.8’ 

19.0’ 

None 

19.0’ 

TtNUS Form 0058

Corner Allyndale and East 
Main Street 

Sump at 18.0’ 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    16.60 feet 
 
Elevation Top of Riser Pipe    16.01 feet 

16.5 feet 
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BORING NO:
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OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
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DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark OU2   

Stratford, CT 
N4236-0320

MW-502B 

SB-502B

Parking space between McDonalds
and Marshalls. Stratford square 
Shopping center. 

ADT Loyd Adams 

8/12/02 – 8/20/02 

U.S EPA  Region I 

 

 

 

 
Cement 
12”
1’
8.5”
Steel
2’
5.5’

2.375”  2” 
PVC 

Bentonite slurry
28.5’

  Bentonite chips

34’
34.6’
3”
2” PVC
0.020”

   2” 2.375”

None

44.6’
None

32’ 

34’ 

47 

Bob Balkovec 
J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    13.74 feet 
 
Elevation Top of Riser Pipe    13.44 feet 

13.7 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Jim Philbin
9/13/02

N4236-0320
MW-502D

SB-502D

0.1’
Bentonite Cement
18”
1.3’
4” 
Road Box
2.5’
8.0’

2.0” 2.375”
PVC 

N/A 
8.0’ 

Bentonite Cement
22’ 

24.7’
4” 
PVC
0.010”

2.0” 2.375”

Med. sand 

29.7’ 

30.9’ 

Bentonite Chips

32’ 

TtNUS Form 0058

Parking space dir. between 
McDonalds and Marshalls 

Sump at 1.2’ 

Centralizer 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    13.69 feet 
 
Elevation Top of Riser Pipe    13.42 feet 

13.7 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Jim Philbin
9/16/02

N4236-0320
MW-502S 

SB-502S

0.2’
Concrete Pad
15” 

0.6’
4” 
Road Box
2.5’
4.0’

2.0’ 2.375”
PVC 

N/A 

4.0’

Bentonite Chips 
6.0’ 

8.4’
4” 
PVC
0.010”

2.0” 2.375”

Med. sand 

18.4’ 

19’ 

N/A 

19.6’ 

TtNUS Form 0058

Between McDonalds & 
Marshalls parking lot. 

Sump at 1.2’ 

Centralizer  

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    13.64 feet 
 
Elevation Top of Riser Pipe    13.42 feet 

13.6 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

Chuck Meyer 
 

Les Darrow
8/21/02

N4236-0320
MW-503B 

SB-503B

0.5’
Cement 
24” 

18”
8” 
Steel 
2.0’
3.0’

2” 2.375”
PVC 

Grout  
86.5’ 

Bentonite pellets 
90.5’ 

91.0’
4” 
PVC screen
0.010”

2” 2.375”

None  

101’ 

102.2’ 

104 ft. 

 

TtNUS Form 0058

Behind Schock’s Auto body 
shop. 

1130 – Bentonite Seal was begun 
using bentonite pellets. 
 
1230 – Bentonite seal was 3 feet 
thick at 88’. 
 
1240 – ADT personnel began 
backing off casing CM calls Tracy 
Dorgan to discuss seal, he wants 
at least to 85 feet sealed off. 
 
1315 – ADT personnel are having 
problems with bridging of the 
bentonite.  They break the bridge 
with pipe. 
 
1335 – Bridging is occurring again 
ADT wants to pull casing. 
 
1340 – CM calls Tracy Dorgan to 
discuss the issue and ADT person 
Mark Larabie will be out. 
 
1400 – Grout pumping was begun 
and casing is pulled. 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    6.69 feet 
 
Elevation Top of Riser Pipe    6.21 feet 

6.7 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
9/17/02

N4236-0320
MW-503D 

SB-503D

0.5’
Concrete
16” 

0.7’
5” 
Steel Raod Box
2’ 
2.5’

2” 2.375”
PVC 

Bentonite Slurry 
72’ 

Bentonite Chips 
74’ 

76’

3”
PVC
0.010”

2” 2.375”

Filter sand 

86’ 

87.2’ 

Filter Sand

87.2’ 

TtNUS Form 0058

Behind Schock’s Auto Body 
Shop 

Centralizer #2 @ 86-87’ bgs 

Depth Bottom of Sump @ (ft) 87.2’ 

Centralizer #1 @ 75-76’ bgs 

@ Refusal bedrock 
encountered

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    6.66 feet 
 
Elevation Top of Riser Pipe   5.76 feet 

6.5 feet 



 
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
9/18/02

N4236-0320
MW-503M 

SB-503M

0.5’
Concrete
17” 

0.7’
5” 
Metal
2’ 
2.4’

2” 2.375”
PVC 

Slurry Mixture 
31.5’ 

Bentonite Chips 
34.5’’ 

37’

3”
PVC
0.010”

2” 2.375”

Filter sand 

42’ 

43.2’ 

Natural Material

43.2’ 

TtNUS Form 0058

Behind Schock’s Auto Body 
Shop 

Depth to Bottom of Sump (ft) 43.2’ 

Centralizer @ 42-43’ 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    6.60 feet 
 
Elevation Top of Riser Pipe    6.00 feet 

6.5 feet 



'  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
9/18/02

N4236-0320
MW-503S 

SB-503S

0.5’
Concrete
17” 

0.6’
5” 
Steel Road Box 
2.2’
3.0’

2” 2.375”
PVC 

N/A 
3.0’ 

Bentonite chips 
4.0’ 

4.5’
3” 
PVC
0.010”

2” 2.375”

Filter sand 

7.0’ 

7.0’ 

Natural Material

7.0’ 

TtNUS Form 0058

Behind Schocks Auto body 
shop. 

3.0’ 

Bentonite chips 
1.0’ Seal 

0.5’ Filter sand 
4.0’ 

4.5’ 

7.0’ 

2.5’ Screen 

End cap @ 7.0’ 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    6.71 feet 
 
Elevation Top of Riser Pipe     6.24 feet 

6.5 feet 

0.6’ 



TtNUS form 0060 
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CASING

ELEVATION TOP OF
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GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark OU2   
Stratford, CT 

N4236-0320
MW-504B 

SB-504B

Behind Marshalls Department
Store 

ADT Jim Philbin

8/29/02 – 9/4/02 

U.S EPA  Region I 

0.3’

 

 

 
Concrete 
24” x 24”
1’
9”
Steel
2’
5’

2.375”  2” 
PVC 

Bentonite slurry
63.5’

  Bentonite chips

68’
68.2’

3”
PVC
0.020”

   2” 2.375”

N/A

78.2’
N/A

65.8’ 

68’ 

81’ 

Bob Balkovec 
J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    9.88 feet 
 
Elevation Top of Riser Pipe    9.55 feet 

 9.9 feet 



 
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/1/02

N4236-0320
MW-504D 

SB-504D

0.5’
Concrete
20” 

0.5’
5” 
Steel Road box
2’ 
2.5’

2” 2.375”
PVC 

Slurry Mix 

46’ 
Bentonite Chips 
49’ 

52’

3’
PVC
0.010”

2” 2.375”

Filter sand 

62’ 

63’ 

N/A 

63’ 

TtNUS Form 0058

Behind Marshalls Dept. Store 
 

Bottom of Sump (ft)  63’ 

62’ 

52’ 

10 ft. 
Screen 

46’ 

49’ 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    9.97 feet 
 
Elevation Top of Riser Pipe    9.17 feet 

  10 feet 



 
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/2/02

N4236-0320
MW-504S 

SB-504S

0.5’
Concrete
18” 
1.0’
5” 
Steel Road Box
2’ 
3.0’

2” 2.375”
PVC 

Slurry Mix 
3.0’ 

Bentonite Chips 
4.0’ 

5.0’

3”
PVC
0.010”

2” 2.375”

Filter sand 

15.0’ 

16.2’ 

N/A 

16.2’ 

TtNUS Form 0058

Behind Marshalls Dept. Store 
 

Centralizer  @ 15-16’  

Bottom of Sump (ft) 16.2’ 

15.0’ 

5.0’ 

10 ft. 
Screen 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    9.98 feet 
 
Elevation Top of Riser Pipe    9.65 feet 

  10 feet 



TtNUS form 0060 
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CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
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LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
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DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark OU2   
Stratford, CT 

N4236-0320
MW-505B 

SB-505B

Behind Marshalls
 

ADT Les Darrow

8/27/02 

U.S EPA  Region I 

7.5”

 

 

Concrete pad
18”
0.6’
8.5”
Steel Road Box 
2.05’
3’

2.375”  2” 
PVC threaded

Bentonite slurry
73’

  Bentonite chips

77.0’
77.3’
3”
PVC
0.020”

   2” 2.375”

89.6’

87’
N/A

74.5’ 

77.0’ 

89.6’ 

C. Rousseau 

NOTES: * Sump – 1.2 ft. – Depth to bottom of Sump 88.2’
N/A – not applicable 
Start Const. – @ 0655 
End const. - @ 1240 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    9.39 feet 
 
Elevation Top of Riser Pipe    8.72 feet 

9.2 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/10/02

N4236-0320
MW-505D 

SB-505D

0.5’
Concrete
17”
0.7’
5” 
Steel Road Box
2’ 
3.5’

2” 2.375”
PVC 

Slurry Mix 
59.2’ 

Bentonite Chips 
61’ 

63’

3”
PVC
0.010”

2” 2.375”

Filter sand 

73’ 

74’ 

Bedrock @ 74’

74’ 

TtNUS Form 0058

Behind Marshalls in landscaped 
area next to on-ramp. 

Centralizer #2 @ 74-73’ bgs 

Bottom of Sump (ft) 74’ 

Centralizer #1 @ 62-61’  

WL –6.74’ below PVC @ 1135 

Bedrock 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    9.47 feet 
 
Elevation Top of Riser Pipe    8.92 feet 

9.4 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/10/02

N4236-0320
MW-505M 

SB-505M

0.5’
Concrete

0.5’
5.0”
Steel Road Box
2.0’
3.0’

2.0” 2.375”
PVC 

Bentonite Chips 
3.0’ 

Bentonite Chips 
15.0’ 

17.0’

3.0”
PVC
0.010”

2.0” 2.375”

Filter sand 

22.0’ 

23.0’ 

Natural 

23.0’ 

TtNUS Form 0058

Behind Marshalls  
 

Bottom of Sump (ft) 23’ 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    9.54 feet 
 
Elevation Top of Riser Pipe    8.99 feet 

9.5 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/11/02

N4236-0320
MW-505S 

SB-505S

0.5’
Concrete
17”
0.7’
5.0”
Steel Road Box 
2.0’
3.0’

2.0” 2.375”
PVC 

Slurry Mix 
3.0’ 

Bentonite Chips 
4.0’ 

5.0’
3.0” 
PVC
0.010”

2.0” 2.375”

Filter sand 

15.0’ 

16.0’ 

Natural 

16.0’ 

TtNUS Form 0058

Behind Marshalls 
 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    9.78 feet 
 
Elevation Top of Riser Pipe     9.03 feet 

9.7 feet 



TtNUS form 0060 
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WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark OU2
Stratford, CT 

N4236-0320
MW-506B 

SB-506B

Adjacent to Home Depot corner
Of Barnum Ave. 

ADT Les Darrow

8/29/02 

U.S EPA  Region I 

0.5’

 

 

 
Cement
19.2”
6”
5”
Steel
2.2’
2.1’

2.375”  2” 
PVC

Bentonite slurry / grout
101’
Bentonite chips 

105’
105.2’
3”
PVC 
0.020”

   2” 2.375”

118’

115’
N/A

102’ 

105’ 

118’ 

C. Rousseau 

Sump length approx.  1.2’ 
Bottom of Sump at 116.2 ft. 

Depth Bottom of 
Sump (ft.) 116.2’ 

NOTE – Bentonite plug found in well after development – this 
boring abandoned.  See boring/well construction logs for 
other MW506B. 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing   30.22 feet 
 
Elevation Top of Riser Pipe    29.65 feet 

30.1 feet 



TtNUS form 0060 
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DATE:
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WELL NO:

BORING NO:
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PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark OU2   
Stratford, CT 

N4236-0320
MW-506B - replacement 

SB-506B

Corner  of Barnum Ave.
Adjacent to Home Depot 

ADT. Les Darrow

11/21/02 

U.S EPA  Region I 

0.5’

 

 

 
Concrete Pad
18”
1.0’
4”
Roadbox 
2.0’
3.0’

2.375”  2” 
PVC

Bentonite chips, grout
95’
Bentonite chips 

98’
98’

3”
PVC
0.010”

   2” 2.375”

N/A

108’
N/A

96’ 

98’ 

111’ 

J. Lambert 

Sump.  1.2 ft 

* This is a replacement well for damaged original MW506B 
(SB506B) 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing   30.22 feet
 
Elevation Top of Riser Pipe    29.65 feet 

30.1 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
9/27/02 @ 0830

N4236-0320
MW-506D 

SB-506D

0.5’
Concrete
16” 

0.6’
5” 
Steel Road Box
2’ 
4.5’

2” 2.375”
PVC 

Bentonite Slurry 
83.8’ 

Bentonite Chips 
86’ 

88’

3’
PVC
0.010”

2” 2.375”

Filter sand 

98’ 

99’ 

N/A 

99’ 

TtNUS Form 0058

Adjacent to Home Deport  
 

Centralizer #2  98-99’ 

Bottom of Sump (ft) 99’ 

Centralizer #1 86-87’  

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    30.29 feet 
 
Elevation Top of Riser Pipe    29.51 feet 

30.2 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/14/02

N4236-0320
MW-506M 

SB-506M

0.5’
Concrete
17”
0.8’
5” 
Steel Road Box
2.0’
3.2’

2.0” 2.375”
PVC 

Slurry Mix 
36.5’ 

Bentonite Chips 
39’ 

41’

3.0”
PVC
0.010”

2.0” 2.375”

Filter sand 

51’ 

52’ 

Natural 

52’ 

TtNUS Form 0058

Home Deport Parking lot and
Longview Ave. 

Centralizer #2 ± 51-
2’

Bottom of Sump (ft) 52.2’ 

Centralizer #1 ± 49-50’  

J. Danieli 8/18/03 

Elevation Top of Protective Casing    30.05 feet 
 
Elevation Top of Riser Pipe    29.36 feet 

30 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/15/02

N4236-0320
MW-506S 

SB-506S

0.5’
Concrete
18” 

0.6’
5.0”
Steel Road Box
2.0’
3.0’

2.0” 2.375”
PVC 

Bentonite Chips 
3.0’ 

Bentonite Chips 
19.5’ 

22’

PVC
0.010”

2.0” 2.375”

Filter sand 

32’ 

33’ 

Natural 

33’ 

TtNUS Form 0058

Home Deport Parking lot 
Barnum St. 

Centralizer #1 @ 32-33’  

Bottom of Sump @  33.2’ 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    29.70 feet 
 
Elevation Top of Riser Pipe    27.21 feet 

29.6 feet 

3.0’



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 
Chuck Meyer 

 

Les Darrow
9/5/02

N4236-0320
MW-507B 

SB-507B

0.0
Concrete 
24” X 24” 

8” 
4.5”
Steel 
2.0’
3.0’

2.0” 2.375”
PVC 

 
46 ft. 

Bentonite chips 
48.7’ 

49 ft.

3”
PVC
0.010”

2.0” 2.375”

None  

59 ft. 

None  

None, 1.2 ft. sump

61.2 ft. 

TtNUS Form 0058

Cul de sac Housatonic Ave. 
 

1530 – After putting in approximately 3 
ft. of bentonite chips the drillers think 
its time to pull casing. 
 
1535 – After pulling the casing up 0.5’ 
and tagging the well it was found that 
the well was filling.  CM calls FOL 
Tracy Dorgan he said he would be 
out. 
 
1550 – The casing has filled to 
approximately 17 ft. It was decided to 
try and trim the sand out with a light 
grout mix. 
 
1615 – After trying this it was decided 
to remove the casing to see if the 
sand would fall back down the hole.  
After removing 15 ft. of casing it was 
found that the casing was broken and 
the casing was backfilled with natural 
materials from 46 to 17 ft. It was 
decided to back fill with bentonite 
chips and see what happens during 
development. 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    15.66 feet 
 
Elevation Top of Riser Pipe    15.13 feet 

15.7 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 

ADT 
J. Lambert 
 

Jim Philbin
9/20/02

N4236-0320
MW-507D 

SB-507D

0.4’
Cement
24” 

0.5’
4” 
Road box
2.5’
4.0’

2” 2.375”
PVC 

Bentonite Slurry 

26.0’
Bentonite chips

34.4’ 

37.8’
4” 
PVC
0.010”

2” 2.375”

Med. sand 

42.8’ 

44.5’ 

Bentonite Chips

45.0’ 

TtNUS Form 0058

605 Housatonic Ave. 
 

Centralizer 

1.2’ sump. 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    15.64 feet 
 
Elevation Top of Riser Pipe    15.18 feet 

15.7 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Jim Philbin
10/03

N4236-0320
MW-507S 

SB-507S

0.4’
Concrete pad
24” 

0.5’
4” 
Road box
2.5’
5.0’

2” 2.375”
PVC 

N/A 

3.0’
Bentonite chips

8.0’ 

10.8’
4” 
PVC
0.010”

2” 2.375”

Med. sand 

20.8’ 

22.0’ 

N/A 

22.0’ 

TtNUS Form 0058

605 Housatonic Ave. 
 

Water Level = 12.5 ft. 

Centralizer 

1.2’ sump. 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    15.65 feet 
 
Elevation Top of Riser Pipe    15.35 feet 

15.7 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Marques Larabie
10/3/02

N4236-0320
MW-507SG 

SB-507SG

0.5’
Concrete pad
15” 

0.5’
4” 
Road box
2.5’
3.0’

¾” 1.125”
PVC 

N/A 
3.0’ 

Granular bentonite 
5.5’ 

6.4’
0-5’ = 5”, 5-7.4’ = 3” 

PVC
0.010”

1.5” 1.875”

Med. sand 

7.4’ 

7.4’ 

N/A 

7.4’ 

TtNUS Form 0058

605 Housatonic Ave. 
 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    15.74 feet 
 
Elevation Top of Riser Pipe   N/A 

15.7 feet 



TtNUS form 0060 
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CONTRACTOR:
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DATE:
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WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark OU2
Stratford, CT 

N4236-0320
MW-508B 

SB-508B

Homestead Ave, In front of
Resident # 85 

ADT. Eric R.

9/10/02 

U.S EPA  Region I 

0.5’

 

 

 
Concrete
24”
0.6’
5”
Steel Road Box
2.2’
5’

2.375”  2.0” 
PVC

Bentonite grout slurry
70’
Bentonite chips

72.5’
73.0’
3.0”
PVC
0.020”

   2.0” 2.375”

85.5’

82.5’
N/A

70’ 

72.5’ 

85.5’ 

C. Rousseau 

Sump  approx.  1.2 
Depth to bottom of sump = 83.7’ 

J. Danieli 8/18/03 

Elevation Top of Protective Casing    25.48 feet 
 
Elevation Top of Riser Pipe    24.98 feet 

25.4 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
9/24/02

N4236-0320
MW-508D 

SB-508D

0.5’
Concrete
22” 

0.5’
5.0”
Steel Roadbox
2.0’
3.5’

2.0” 2.375”
PVC 

Bentonite Slurry 
56.2’ 

Bentonite Chips 
59.7’ 

62’

3.0”
PVC
0.010”

2.0” 2.375”

Filter sand 

67’ 

68’ 

N/A 

68’ 

TtNUS Form 0058

Homestead Ave. in front of 
#93 Homestead Ave. 

Depth to Bottom of Sump (ft.) 68’ 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing   25.29 feet 
 
Elevation Top of Riser Pipe    24.71 feet 

25.3 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
9/25/02

N4236-0320
MW-508S 

SB-508S

0.5’
Concrete
19” 

0.6’
5.0”
Steel Roadbox
2.0’
3.0’

2.0” 2.375”
PVC 

Bentonite Chips 
3.0’ 

Bentonite Chips 
17’ 

19’

3.0”
PVC
0.010”

2.0” 2.375”

Filter sand 

29’ 

30’ 

N/A 

30’ 

TtNUS Form 0058

In front of # 91 Homestead  
Ave. resident 

Depth to Bottom of Sump 30’  

Centralizer #1 @ 29-30’  

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    25.21 feet 
 
Elevation Top of Riser Pipe    24.44 feet 

25.2 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Les Darrow
11/6/02

N4236-0320
MW-508SG 

SB-508SG

0.7’
Concrete pad
18" 

0.8’
4” 
Road box
2.0’
3.5’

¾” 1.125”
PVC 

N/A 
3.5’ 

Bentonite chips 
6.5’ 

7.0’
4” 
PVC
0.010”

2.0” 2.375”

Med. sand 

8.0’ 

8.0’ 

N/A 

8.0’ 

TtNUS Form 0058

85 Homestead Ave. 
 

0.5’ Valve 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    25.32 feet 
 
Elevation Top of Riser Pipe    N/A 

25.4 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

Bob Balkovec 
 

Jim Philbin
9/5/02

N4236-0320
MW-509M 

SB-509M

 
Concrete
24” x 24” 

1’ 
4” 
Steel 
2’ 
5’ 

2” 2.375”
PVC 

Bentonite chips 
5’ 

Bentonite chips 
10’ 

12’
4” 
PVC
0.010”

2” 2.375”

0 sand 

17’ 

20’ 

Silica sand # 0

20’ 

TtNUS Form 0058

Behind Marshalls Dept. store
by fence. 

Silt sump from 17’ – 18.2’ 

J. Danieli 8/18/03 

Elevation Top of Protective Casing    9.74 feet 
 
Elevation Top of Riser Pipe    9.39 feet 

9.7 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

Bob Balkovec 
 

Jim Philbin
9/6/02

N4236-0320
MW-510M 

SB-510M

 
Concrete
12” x 12” 
1’ 
4” 
Steel 
2’ 
5’ 

2” 2.375”
PVC 

Bentonite chips 
5’ 

Bentonite chips 
17’ 

19.3’
4” 
PVC
0.010”

2” 2.375”

# 0 silica sand 

24.3’ 

26’ 

# 0 silica sand

26’ 

TtNUS Form 0058

Behind Marshalls, under 
billboard 

J. Danieli 8/18/03 

Elevation Top of Protective Casing   9.36 feet 
 
Elevation Top of Riser Pipe   9.09 feet 

9.2 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 

ADT 
J. Lambert 
 

Jim Philbin & Les Darrow
9/10/02

N4236-0320
MW-511M 

SB-511M

0.2’
Bentonite cement
24” 

1.5’
4” 
Road box
2.5’
3.9’

2” 2.375”
PVC 

Bentonite Chips 

N/A
Bentonite chips

16.0’ 

18.8’
0-14 = 5”  14-25 = 4” 
PVC
0.010”

2” 2.375”

Med. sand 

23.8’ 

25.0’ 

N/A 

25.0’ 

TtNUS Form 0058

Bally’s parking lot –Rte. 95 side 
2 parking spaces r. of storm drain

Centralizers 

1.2’ sump. 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    9.66 feet 
 
Elevation Top of Riser Pipe    9.17 feet 

9.7 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 

ADT 
J. Lambert 
 

Jim Philbin
9/12/02

N4236-0320
MW-512M 

SB-512M

0.2’
Bentonite cement
18” 

1.5’
4” 
Road box
2.5’
7.0’

2” 2.375”
PVC 

N/A 

7.0’
Bentonite chips

19.0’ 

21.6’
0-14’= 5” 14-28’ = 4” 
PVC
0.010”

2” 2.375”

Med. sand 

26.6’ 

27.8’ 

N/A 

28’ 

TtNUS Form 0058

Next to curb of entertainment  
cinemas parking lot. 

Centralizer 
(placed at sump) 

1.2’ sump. 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    11 feet 
 
Elevation Top of Riser Pipe    10.61 feet 

11 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 

ADT 
J. Lambert 
 

Jim Philbin
9/18/02

N4236-0320
MW-513S 

SB-513S

0.5’
Concrete pad
24” 

0.5’
4” 
Road box
2.5’
5.0’

2” 2.375”
PVC 

N/A 

2.0’
Bentonite chips

4.1’ 

7.2’
4” 
PVC
0.010”

2” 2.375”

Med. sand 

17.2’ 

18.4’ 

N/A 

18.4’ 

TtNUS Form 0058

Triangle on Ferry Blvd. across 
From pool & spa (444 Ferry Blvd.) 

Centralizer 

1.2’ sump. 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    13 feet 
 
Elevation Top of Riser Pipe    12.50 feet 

13 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Marques Lambie
10/1/02

N4236-0320
MW-513SG 

SB-513SG

0.5’
Concrete pad
18” 

0.5’
4” 
Road box
2.5’
3.0’

¾” 1.125”
PVC 

N/A 
3.0’ 

Granular bentonite 
6.0’ 

6.8’
0-4’ = 5”, 5-7.9’ = 3” 

PVC
0.010”

1.5” 1.875”

Med. sand 

7.9’ 

7.9’ 

N/A 

7.9’ 

TtNUS Form 0058

Ferry Blvd. Triangle across 
from 494 Ferry Blvd. 

Note: See page 83 of rig 2 log 3 for details of previous section. 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    13.23 feet 
 
Elevation Top of Riser Pipe    N/A 

13.2 feet 



TtNUS form 0060 
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WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark OU2   
Stratford, CT 

N4236-0320
MW-514B 

SB-514B

DOT Island Intersection of Minor
St. and Ferry Blvd. 

ADT Les Darrow

9/20/02 & 9/23/02

U.S EPA  Region I 

0.5’

 

 

 
Concrete
18”
0.6’
5”
Steel Roadbox
2.0’
3.5’

2.375”  2” 
PVC

Bentonite slurry
77’
Bentonite chips

80’
80.5’
3”
PVC
0.020”

   2” 2.375”

93’

90’
N/A

78’ 

80’ 

93’ 

C. Rousseau 

Depth to bottom of 
Sump (ft.) 91.2’ 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing   16.06 feet
 
Elevation Top of Riser Pipe   15.29 feet 

15.9 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 

ADT 
C. Rosseau 
 

Les Darrow
10/8/02

N4236-0320
MW-514D 

SB-514D

0.5’
Concrete

0.8’
5.0”
Steel Roadbox
2.0’
3.5’

2.0” 2.375”
PVC 

Slurry Mix 

54.7’
Bentonite chips

57.7’ 

60.5’
3.0” 
PVC
0.010”

2.0” 2.375”

Filter sand 

70.5’ 

71.8’ 

Bentonite Chips

74.0’ 

TtNUS Form 0058

Between Homestead Ave. &  
Minor St. in the island. 

Centralizer # 1 58-59’ 

Depth to Bottom of 
Sump - 71.5’ 

Centralizer # 2 70.5-71.5’ 

Filter Sand 71.8 – 71.5’ 
Bedrock @ 72.0’ 
Rock Socket 72-74’ 
Bentonite Chips 71.8 – 74’  

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    16.31 feet 
 
Elevation Top of Riser Pipe    15.48 feet 

16.2 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 

ADT 
J. Lambert 
 

Jim Philbin
9/18/02

N4236-0320
MW-514S 

SB-514S

0.3’
Cement Pad
20” 

0.8’
4” 
Road box
2.5’
2.8’

2” 2.375”
PVC 

N/A 

2.8’
Bentonite chips

4.7’ 

7.3’
4” 
PVC
0.010”

2” 2.375”

Med. sand 

17.1’ 

18.5’ 

N/A 

18.5’ 

TtNUS Form 0058

Ferry Blvd across from  
Minor Ave. 

Centralizer 

1.2’ sump. 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing   15.35 feet 
 
Elevation Top of Riser Pipe    15 feet 

15.4 feet 



  
Raymark OU2   

Stratford, CT 
U.S EPA Region I 

ADT 

J. Lambert 
 

Marques Lambie
10/2/02

N4236-0320
MW-514SG 

SB-514SG

0.5’
Concrete pad
18” 

0.5’
4” 
Road box
2.5’
3.0’

¾” 1.125”
PVC 

N/A 
3.0’ 

Granular bentonite 
6.4’ 

6.9’

0-2.5’ = 5”, 2.5-8’ = 3” 
PVC
0.010”

1.5” 1.875”

Med. sand 

8.0’ 

8.0’ 

N/A 

8.0’ 

TtNUS Form 0058

Ferry Blvd. Across from 
Minor Ave. 

Note: See page 83 of rig 2 log 3 for pervious section details. 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    15.79 feet 
 
Elevation Top of Riser Pipe    N/A 

15.6 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 

ADT 
J. Lambert 
 

Jim Philbin
9/19/02

N4236-0320
MW-515S 

SB-515S

0.3’
Cement Pad
24” 

0.6’
4” 
Road box
2.5’
2.0’

2” 2.375”
PVC 

N/A 

2.0’
Bentonite chips

5.0’ 

7.3’
4” 
PVC
0.010”

2” 2.375”

Med. sand 

17.3’ 

18.5’ 

N/A 

18.5’ 

TtNUS Form 0058

Across Ferry Blvd from Schocks 
Auto Body- 350 Ferry Blvd. 

Centralizer on 
Sump 

1.2’ sump. 

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    14.99 feet 
 
Elevation Top of Riser Pipe    14.62 feet 

14.9 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Marques Larabie
10/1/02

N4236-0320
MW-515SG 

SB-515SG

0.5’
Concrete pad
18” 

0.5’
4” 
Road box
2.5’
3.5’

¾” 1.125”
PVC 

N/A 
3.5’ 

Granular bentonite 
6.5’ 

6.9’
0-5’ = 5”, 5-8’ = 3” 
PVC
0.010”

1.5” 1.875”

Med. sand 

8.0’ 

8.0’ 

N/A 

8.0’ 

TtNUS Form 0058

350 Ferry Blvd. 
 

Note: See page 83 of rig 2 log 3 for pervious section details. 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    14.93 feet 
 
Elevation Top of Riser Pipe    N/A 

14.9 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 

ADT 
J. Lambert 
 

Jim Philbin
9/24/02

N4236-0320
MW-516M 

SB-516M

0.5’
Concrete Pad
24” 

0.5’
4” 
Road box
2.5’
5.0’

2” 2.375”
PVC 

N/A 

5.0’
Bentonite chips

17.0’ 

19.8’
0-14’ = 5”, 14-26’ = 4” 
PVC
0.010”

2” 2.375”

Sand 

24.8’ 

26.0’ 

N/A 

26.0’ 

TtNUS Form 0058

Back side of Entertainment  
cinemas. 

Centralizer 

1.2’ sump. 

J. Danieli, D. Hartigan  8/18/03, 9/22/03 

Elevation Top of Protective Casing    9.75 feet 
 
Elevation Top of Riser Pipe    9.28 feet 

9.8 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/17/02

N4236-0320
MW-517S 

SB-517S

0.5’
Concrete
18” 

0.6’
5.0”
Steel Roadbox
2.0’
3.0’

2.0” 2.375”
PVC 

Bentonite Chips 
3.0’ 

Bentonite Chips 
14.0’ 

16.0’

3.0”
PVC
0.010”

2.0” 2.375”

Filter sand 

26’ 

27’ 

Natural 

27’ 

TtNUS Form 0058

Between Ferry Blvd. and off  
Ramp from 95 

Bottom of Sump @ 27.2’  

Centralizer #1 @ 26-27’  

J. Danieli, D. Hartigan 8/18/03, 9/22/03 

Elevation Top of Protective Casing    21.05 feet 
 
Elevation Top of Riser Pipe    20.63 feet 

21 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/18/02

N4236-0320
MW-517SG 

SB-517SG

0.5’
Concrete 
21” 

0.8’
5.0”
Steel Roadbox
2.0’
3.0’

¾” 1.125”
PVC 

Bentonite chips 
3.0’ 

Bentonite chips 
6.5’ 

7.0’
3.0’ 
PVC
0.010”

2.0” 2.375”

Filter sand 

8.0’ 

8.0’ 

Filter sand

8.0’ 

TtNUS Form 0058

Between Ferry Blvd. and 95 
off ramp. 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    21.35 feet 
 
Elevation Top of Riser Pipe    N/A 

21.4 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 

ADT 
J. Lambert 
 

Jim Philbin
9/25/02

N4236-0320
MW-518S 

SB-518S

0.4’
Concrete Pad
18” 

1.5’
4” 
Road box
2.5’
2.5’

2” 2.375”
PVC 

Bentonite Chips 

2.5’
Bentonite chips

4.0’ 

6.4’
4” 
PVC
0.010”

2” 2.375”

Med. sand 

16.4’ 

18.0’ 

N/A 

18.0’ 

TtNUS Form 0058

Across from 570 Ferry Blvd. 
 

Centralizer 

1.2’ sump. 

Water Level 8.2 ft. in MW-202S

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing   20.26 feet 
 
Elevation Top of Riser Pipe    19.78 feet 

20.1 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Marques Larabie
10/2/02

N4236-0320
MW-518SG 

SB-518SG

0.5’
Concrete pad
18”

0.5’
4” 
Road box
2.5’
3.0’

¾” 1.125”
PVC 

N/A 
3.0’ 

Granular bentonite 
5.5’ 

6.5’

0-4’ = 5”, 5-8’ = 3”
PVC
0.010”

2.0” 2.375”

Med. sand 

7.5’ 

7.5’ 

N/A 

7.5’ 

TtNUS Form 0058

Across from 570 Ferry Blvd. 
 

Note: See page 83 of rig 2 log 3 for details on pervious section. 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    20.48 feet 
 
Elevation Top of Riser Pipe    N/A 

20.3 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 

ADT 
J. Lambert 
 

Jim Philbin
9/26/02

N4236-0320
MW-519S 

SB-519S

0.5’
Concrete Pad
18” 

0.8’
4” 
Road box
2.5’
3.0’

2” 2.375”
PVC 

N/A 

3.0’
Bentonite chips

4.5’ 

5.7’*
4” 
PVC
0.010”, 0.020”* 

2” 2.375”

Med. sand 

20.7’* 

22.5’ 

N/A 

22.5’ 

TtNUS Form 0058

Intersection of Ferry Blvd. and 
underpass leading North 

Centralizer 

1.2’ sump. 

* Pervious section has schedule 10 screen (10 ft.) 
  Above schedule 20 screen (5 ft.) 

0.010” = 10’ 

0.020” = 5’ 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    16.69 feet 
 
Elevation Top of Riser Pipe    16.27 feet 

16.6 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/15/02

N4236-0320
MW-519SG 

SB-519SG

0.5’
Concrete
17”
0.6’
5.0”
Steel Roadbox
2.0’
3.0’

1.0” 1.375”
PVC 

Bentonite chips 
3.0’

Bentonite chips 
6.5’ 

7.0’

3.0”
PVC
0.010”

2.0” 2.375”

Filter sand 

8.0’ 

8.0’ 

Filter sand

8.5’ 

TtNUS Form 0058

Intersection of Ferry Blvd. & 
underpass leading North 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    16.69 feet 
 
Elevation Top of Riser Pipe    N/A 

16.7 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 

ADT 
J. Lambert 
 

Jim Philbin
9/27/02

N4236-0320
MW-520S 

SB-520S

0.5’
* Concrete Pad
18” 

0.5’
4” 
Road box
2.5’
5.0’

2” 2.375”
PVC 

N/A 

5.0’
Bentonite chips

9.0’ 

11.3’
4” 
PVC
0.010”

2” 2.375”

Med. sand 

21.3’ 

22.6’ 

N/A 

22.6’ 

TtNUS Form 0058

Corner between East Broadway & 
Ferry Blvd. 

Centralizer 

1.2’ sump. 

* pad composed of portland cement & sand, ran out of         
regular concrete. 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    13.27 feet 
 
Elevation Top of Riser Pipe   12.71 feet 

13.3 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Marques Lambie
10/2/02

N4236-0320
MW-520SG 

SB-520SG

0.5’
Concrete pad
18”
1.0’
4” 
Road box
2.5’
3.0’

¾” 1.125”
PVC 

N/A 
3.0’

Granular bentonite 
6.5’ 

6.9’
0-5’ = 5”,  5-8’ = 3”
PVC
0.010” 

2.0” 2.375”

Med. sand 

8.0’ 

8.0’ 

N/A 

8.0’ 

TtNUS Form 0058

Corner between East Broadway
and Ferry Blvd. 

Note:  See page 83 of rig 
#2’s log 3 for pervious 
section details. 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    13.39 feet 
 
Elevation Top of Riser Pipe    N/A 

13.4 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/2/02

N4236-0320
MW-521S 

SB-521S

0.5’
Concrete
18”
0.7’
5.0”
Steel Roadbox
2.0’
3.0’

2.0” 2.375”
PVC 

Bentonite Chips 
3.0’ 

Bentonite Chips 
5.0’ 

6.0’

3.0”
PVC
0.010”

2.0” 2.375”

Filter sand 

16’ 

17.2’ 

Natural 

17.2’ 

TtNUS Form 0058

Adjacent to Animal Shelter  
Town of Stratford 

MW-521S to MH1 = ± 6.0’ 
MW-521S to MH2 = ± 17.3’ 
MW-521S to L1 = ± 2.0’ 
MW-521S to L2 = ± 0.5’ 

Bottom of Sump @ 17.2’  

6’ 

6’ 

10’ Screen 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    12.61 feet 
 
Elevation Top of Riser Pipe    12.10 feet 

12.6 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/3/02

N4236-0320
MW-522S 

SB-522S

0.5’
Concrete
22” 

0.8’
5.0”
Steel Roadbox
2.0’
3.0’

2.0” 2.375”
PVC 

Bentonite Chips 
3.0’ 

Bentonite Chips 
5.0’ 

6.0’

3.0”
PVC
0.010”

2.0” 2.375”

Filter sand 

16.0’ 

17.2’ 

Natural 

18’ 

TtNUS Form 0058

Hampford Research, Inc.  
 

Bottom of Sump @ 17.2’  

6’ 

16’ 

10’ Screen 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    12.11 feet 
 
Elevation Top of Riser Pipe    11.58 feet 

12.1 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/21/02

N4236-0320
MW-523S 

SB-523S

0.5’
Concrete
17”
0.6’
5.0”
Steel Roadbox
2.0’
3.0’

2.0” 2.375”
PVC 

Bentonite Chips 
3.0’ 

Bentonite Chips 
8.0’ 

10.0’

3.0”
PVC
0.010”

2.0” 2.375”

Filter sand 

20.0’ 

21.0’ 

Natural 

21.0’ 

TtNUS Form 0058

Intersection of Minor and  
Housatonic Ave. 

Bottom of Sump @ 21’ bgs 

10’ 

20’ 

10’ Screen 

Centralizer #1 @ 20-21’ bgs 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    16.53 feet 
 
Elevation Top of Riser Pipe    16.13 feet 

16.6 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Les Darrow
11/6/02

N4236-0320
MW-523SGD 

SB-523SGD

0.9’
Concrete pad
18” 

0.9’
4” 
Road box
2.0’
3.0’

¾” 1.125”
PVC 

N/A 
3.0’ 

Bentonite chips 
10.0’ 

10.5’
4” 
PVC
0.010”

2” 2.375”

Med. sand 

11.5’ 

11.5’ 

N/A 

11.5’ 

TtNUS Form 0058

Across from 113 Minor Ave. 
 

11.5 – 10.5’ – screen 
10.5 – 0.9’ – riser 
0.9 – 0.4’ - valve 

0.5’ Valve 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    16.34 feet 
 
Elevation Top of Riser Pipe    N/A 

16.3 feet 



\ 
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Les Darrow
11/6/02

N4236-0320
MW-523SGM 

SB-523SGM

0.4’
Concrete pad
18” 

0.9’
4” 
Road box
2.0’
3.0’

¾” 1.125”
PVC 

N/A 
3.0’ 

Bentonite chips 
6.5’ 

7.0’
4” 
PVC
0.010”

2” 2.375”

Med. sand 

8.0’ 

8.0’ 

N/A 

8.0’ 

TtNUS Form 0058

Across from 113 Minor Ave. 
 

Valve = 0.5’

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    16.34 feet 
 
Elevation Top of Riser Pipe   N/A 

16.4 feet 



 `  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Les Darrow
11/6/02

N4236-0320
MW-523SGS 

SB-523SGS

0.9’
Concrete pad
18” 

0.6’
4” 
Road box
0.7’
1.0’

¾” 1.125” 
PVC 

N/A 
1.0’ 

Bentonite chips 
1.5’ 

2.0’
4” 
PVC
0.010”

2” 2.375”

Med. sand 

3.0’ 

3.2’ 

N/A 

3.2’ 

TtNUS Form 0058

Across from 113 Minor Ave. 
 

0.5’ Valve 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    16.46 feet 
 
Elevation Top of Riser Pipe    N/A 

16.5 feet 
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Raymark OU2 

Stratford, CT 

U.S EPA Region I 

J. Lambert 10/21/02, 11/25/02 
Tracy Dorgan 9/11/03 

N4236-0320
MW-524B 

SB-524B

D. Walker, L. Darrow 
VFW Hall parking lot 
 

15.32’ 15.72’ 

15.70’ 
0.5’ 

34” 
Concrete Pad 

0.8’ 

Steel roadbox 
12” 

1.0’
4.0’ 

Medium Sand 

120.5’ 
6”

Bentonite Chips (hydrated)

87’ 

86’ 
84.8’

Medium Sand (#0) 
0.010”

2 3/8” 2” 
PVC 

74.8’ 
73.8’ 

 

2” 
PVC 

2 3/8” 
20.5’ 

Portland Cement/Bentonite mix 

5’
6” 

12” 
15.5’

0.5’ 

Bentonite Chips (hydrated) 

ADT 

Note: Centralizer 
placed near 
bottom of screen 
and near mid 
point of riser 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/22/02 @ 1200 

N4236-0320
MW-525S 

SB-525S

0.5’
Concrete
18” 

0.6’
5.0”
Steel Roadbox
2.0’
3.0’

2.0” 2.375”
PVC 

Bentonite Chips 
3.0’ 

Bentonite Chips 
11’ 

13’

3.0”
PVC
0.010”

2.0” 2.375”

Filter sand 

23’ 

24’ 

Natural 

24’ 

TtNUS Form 0058

Across the 405 Housatonic  
Ave. residence. 

Centralizer #1 @ 23-24’ bgs 

Bottom of Sump @ 24’ bgs 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing   22.9 feet 
 
Elevation Top of Riser Pipe  22.39 feet 

22.9 feet 



 
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Les Darrow
11/5/02

N4236-0320
MW-525SG 

SB-525SG

0.8’
Concrete pad
18” 

0.5’
4” 
Road box
2.0’
3.0’

¾” 1.125”
PVC 

N/A 
3.0’ 

Bentonite chips 
6.5’ 

7.0’
4” 
PVC
0.010”

2.0” 2.375”

Med. sand 

8.0’ 

8.0’ 

N/A 

8.0’ 

TtNUS Form 0058

Across from 405 Housatonic Ave.
 

Valve = 0.5’

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing   22.92 feet 
 
Elevation Top of Riser Pipe    N/A 

22.9 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/23/02 @ 0800 

N4236-0320
MW-526S 

SB-526S

0.5’
Concrete
18” 

0.5’
5.0”
Steel Road box
2.0’
3.0’

2.0” 2.375”
PVC 

Bentonite Chips 
3.0’ 

Bentonite Chips 
8’ 

10’

3.0”
PVC
0.010”

2.0” 2.375”

Filter sand 

20’ 

21’ 

N/A 

21’ 

TtNUS Form 0058

In front of 520 Housatonic  
Ave. residence. 

Centralizer #1 @ 20-21’ bgs 

Bottom of Sump @ 21’ bgs 

WL = 12.0’ bgs measured 10/23/02 @ 0830 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    15.07 feet 
 
Elevation Top of Riser Pipe    14.41 feet 

15.1 feet 



 
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Les Darrow
11/7/02

N4236-0320
MW-526SGD 

SB-526SGD

0.7’
Concrete pad
15” 

0.8’
4” 
Road box
2.0’
3.0’

¾” 1.125”
PVC 

N/A 
3.0’ 

Bentonite chips 
9.5’ 

10.0’
4” 
PVC
0.010”

2” 2.375”

Med. sand 

11.0’ 

11.0’ 

N/A 

11.0’ 

TtNUS Form 0058

520 Housatonic Ave. 
 

Valve = 0.5’

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    14.92 feet 
 
Elevation Top of Riser Pipe    N/A 

14.9 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Les Darrow
11/7/02

N4236-0320
MW-526SGM 

SB-526SGM

0.8’
Concrete pad
4” 

0.9’
4” 
Road box
2.0’
3.0’

¾” 1.125”
PVC 

N/A 
3.0’ 

Bentonite chips 
6.4’ 

7.0’
4” 
PVC
0.010”

2” 2.375”

Med. sand 

8.0’ 

8.0’ 

N/A 

8.0’ 

TtNUS Form 0058

520 Housatonic Ave. 
 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    14.88 feet 
 
Elevation Top of Riser Pipe    N/A 

14.9 feet 



 
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Les Darrow
11/7/02

N4236-0320
MW-526SGS 

SB-526SGS

0.7’
Concrete pad
15” 

0.8’
4” 
Road box
0.9’
1.0’

¾” 1.125”
PVC 

N/A 

1.0’ 
Bentonite chips 
1.5’ 

2.0’
4” 
PVC
0.010”

2” 2.375”

Med. sand 

3.0’ 

3.3’ 

N/A 

3.3’ 

TtNUS Form 0058

520 Housatonic Ave. 
 

Valve = 0.5’

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    14.87 feet 
 
Elevation Top of Riser Pipe    N/A 

14.9 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/29/02

N4236-0320
MW-527S 

SB-527S

0.5’
Concrete
17”
0.8’
5.0”
Steel Road box
2.0’
4.0’

2.0” 2.375”
PVC 

Bentonite Chips 

4.0’
Bentonite Chips 
8.0’ 

10.0’

3.0”
PVC
0.010”

2.0” 2.375”

Filter sand 

20.0’ 

21.0’ 

N/A 

21.0’ 

TtNUS Form 0058

Located on Riverview Place  
 

Centralizer #1 @ 20-21’ bgs 

Bottom of Sump @ 21’ bgs 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing   17.22 feet 
 
Elevation Top of Riser Pipe    16.71 feet 

17.2 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/30/02

N4236-0320
MW-527SG 

SB-527SG

0.2’
Concrete
17” 

0.5’
5.0”
Steel Road box
2.0’
3.0’

¾” 1.125”
PVC 

Bentonite chips 
3.0’

Bentonite chips 
6.5’ 

7.0’

3.0”
PVC
0.010”

1.5” 1.875”

Filter sand 

8.0’ 

8.0’ 

N/A 

8.0’ 

TtNUS Form 0058

Riverview St. 
 

0.2’ 
valve 
0.7’ 

¾” PVC Riser 

0.5’ Filter sand 

(1.5”) 10 Slot screen 
7-8’ bgs 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing   17.24 feet 
  
Elevation Top of Riser Pipe    N/A 

17.2 feet 
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GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark OU2 
Stratford, CT 

U.S EPA Region I 

ADT  Les Darrow 
C. Rousseau  
 

10/28/02 @ 1600 
 

N4236-0320 
MW-528S 

SB-528S 

Lot behind the Blue Goose 
Restaurant 

3.0’ 

2.5’ 

Concrete  
19” 
0.4’ 
5.0” 

Steel Stick up casing 
    2.0’ 
3.0’ 

2.375” 2.0” 
PVC 

Bentonite Chips 
3.0’ 
Bentonite Chips 

4.0’ 
5.0’ 
3.0” 
PVC 

0.010” 
 2.375”    2.0” 

Filter sand 

15.0’ 

16.0’ 

N/A 
16.0’ 

Bottom of Sump @ 16.0’ bgs 

 

 

 

TtNUS Form 0059 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing   11.81 feet 
 
Elevation Top of Riser Pipe   11.59 feet 

9.2 feet 
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DRILLER:

DATE:

DATE:
PAGE:

WELL NO:

BORING NO:
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OF

ELEVATION TOP OF PROTECTIVE
CASING
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GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
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LENGTH OF RISER PIPE ABOVE GROUND
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TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark OU2 
Stratford, CT 

 U.S EPA Region I 
 

ADT  Les Darrow 
J. Lambert  
 

  11/4/02 
 

N4236-0320 
MW-528SG 

SB-528SG 

Lot behind the Blue Goose 
 

3.0’ 

2.5’ 

Concrete pad 
18” 
1.0’ 
4” 

Stick up 
    2.0’ 
2.5’ 

 1.125” ¾” 
PVC 

    N/A 
2.5’ 
Bentonite Chips 

3.5’ 
4.0’ 

4” 
PVC 

0.010” 
 1.875”    1.5” 

Med. sand 

5.0’ 

5.0’ 

N/A 
5.0’ 

 

 

 

 

TtNUS Form 0059 

Clamp w/valve = 0.4’ 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing   12.21 feet 
 
Elevation Top of Riser Pipe   N/A 

9.0 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
10/30/02

N4236-0320
MW-529S 

SB-529S

0.5’
Concrete
18” 

0.5’
5.0”
Steel Road box
2.0’
3.0’

2.0” 2.375”
PVC 

Bentonite Chips 
3.0’ 

Bentonite Chips 
9.0’ 

11.0’

3.0”
PVC
0.010”

2.0” 2.375”

Filter sand 

21.0’ 

22.0’ 

N/A 

22.0’ 

TtNUS Form 0058

Front landscaped area VFW 
property. 

10/30/02: WL –14.0 ft. bgs @ 0815 

Centralizer #1 @ 21-22’ 

Bottom of Sump @ 22’ bgs 

11’ 

21’ 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing   17.77 feet 
 
Elevation Top of Riser Pipe   17.23 feet 

17.7 feet 



  
Raymark OU2   

Stratford, CT 
U.S EPA Region I 

ADT 
C. Rousseau 
 

Les Darrow
10/30/02

N4236-0320
MW-529SG 

SB-529SG

0.5’
Concrete
19”

0.7’
5.0”
Steel Road box
2.0’
3.0’

¾” 1.125”
PVC 

Bentonite Chips 

3.0’
Bentonite chips

6.0’ 

6.5’
3.0” 
PVC
0.010”

1.5” 1.875”

Filter sand 

7.5’ 

7.5’ 

N/A 

7.5’ 

TtNUS Form 0058

Landscaped area in front of 
the VFW. 

Bentonite 
Chips 

 
 
 
 
 
 
 

           6’ 
 

                6.5’ 
 

 
 

1’ screen 
 
 
 

 
             7.5’ 

6” SAND 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing   17.77 feet 
 
Elevation Top of Riser Pipe   N/A 

17.8 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 

ADT 
J. Lambert 
 

Les Darrow
10/31/02

N4236-0320
MW-530S 

SB-530S

0.5’
Concrete
15” 

0.6’
5.0”
Steel Road box
2.0’
2.8’

2.0” 2.375”
PVC 

Bentonite Chips 

2.8’
Bentonite chips

4.0’ 

5.0’
3.0” 
PVC
0.010”

2.0” 2.375”

Filter sand 

10.0’ 

11.0’ 

11.0’ Filter Sand  
11.5’ Bentonite Chips 

12.0’ 

TtNUS Form 0058

Shore Rd. in the boat club 
Parking lot. 

Centralizer # 1 @ 10-11’ bgs 

Bottom of Sump @ 11.0’ 

Filter Sand @ 11-11.5’ 

J-Plug and Lock Installed 

Bentonite Chips @ 11.5-12.0’  
 

Ground surface ± 5.3’ 
Surface water ± 12.9’ 
High H2O mark ± 9’ 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    8.03 feet 
 
Elevation Top of Riser Pipe   7.54 feet 

8.1 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 

ADT 
J. Lambert 
 

Les Darrow
10/31/02

N4236-0320
MW-531S 

SB-531S

0.5’
Concrete
18” 

0.75’
5.0”
Steel Road box
2.0’
3.5’

2.0” 2.375”
PVC 

Bentonite Chips 

3.5’
Bentonite chips

4.5’ 

5.0’
3.0” 
PVC
0.010”

2.0” 2.375”

Filter sand 

9.5’ 

10.5’ 

10.5’ Filter Sand 
11.5’ Bentonite Chips 

12.0’ 

TtNUS Form 0058

Shore Rd. in the boat club 
Landscaped area. 

Centralizer # 1 @ 9.5’ – 10.5’ 

Bottom of Sump @ 10.5’ 

Filter Sand @ 10.5-11.5’ 
 
 
Bentonite Chips @ 11.5-12.0’  

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing   8.09 feet 
 
Elevation Top of Riser Pipe   7.50 feet 

8.2 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

C. Rousseau 
 

Les Darrow
11/1/02

N4236-0320
MW-532S 

SB-532S

0.5’
Concrete
19” 

0.55’
5.0”
Steel roadbox
2.0’
3.0’

2.0” 2.375”
PVC 

Bentonite Chips 

3.0’ 
Bentonite Chips 
4.0’ 

6.0’

3.0”
PVC
0.010”

2.0” 2.375”

Filter sand 

16.0’ 

17.0’ 

N/A 

17.0’ 

TtNUS Form 0058

Across the street from the  
Housatonic Boat Club 

Centralizer #1 @ 16-17’ bgs 

Bottom of Sump @ 17’ bgs 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing   11.25 feet 
 
Elevation Top of Riser Pipe   10.78 feet 

11.2 feet 



TtNUS form 0060 
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BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:
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DEPTH

DEPTH TO RING (Ft.)

Ft.

Raymark OU2   

Stratford, CT 
N4236-0320

MW-533B 

SB-533B

In front of 1st house on Sydney
 

ADT. Les Darrow

11/13 – 11/14/02

U.S EPA Region I 

0.4’

 

 

 
Concrete Pad
15”
0.9’
8”
Steel Road box
2.0’
0.4’

2.375”  2” 
PVC

Bentonite grout
107.5’
Bentonite chips

109’
109’
3”
PVC
0.010”

   2” 2.375”

N/A

119’
N/A

107 

109 

122 

J. Lambert 
J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing   15.96 feet 
 
Elevation Top of Riser Pipe   15.57 feet 

  16.0 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Les Darrow
11/18/02

N4236-0320
MW-533D

SB-533D

0.8’
Concrete pad 
18” 

1.0’
8” 
Steel Road box
2.0’
4.0’

2” 2.375”
PVC 

Bentonite grout 
89.0’ 

Bentonite chips 
92.0’ 

93.8’
4” 
PVC

0.010” 

2” 2.375”

Med. sand 

103.8’ 

105’ 

N/A 

105’ 

TtNUS Form 0058

In front of 1st house on  
Sydney St. 

Stabilizers 

1.2’ sump. 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing   15.90 feet 
 
Elevation Top of Riser Pipe   15.16 feet 

15.9 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

J. Lambert 
 

Les Darrow
11/19/02

N4236-0320
MW-533S 

SB-533S

0.5’
Concrete pad
18” 

1.0’
8” 
Steel Road box
2.0’
3.0’

2” 2.375”
PVC 

N/A 
3.0’ 

Bentonite chips

6.8’ 

8.8’
4” 

PVC
0.010”

2” 2.375”

Med. sand 

18.8’ 

20.0’ 

N/A 

20.0’ 

TtNUS Form 0058

In front of 1st house on  
Sydney St. 

WL = 11.4’ in MW533D 

Stabilizer 

1.2’ sump. 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing   15.87 feet 
 
Elevation Top of Riser Pipe    15.34 feet 

15.9 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

T. Dorgan 
 

M. Larabie
11/12/02

N4236-0320
MW-534S 

SB-534S

0.5’
Concrete pad 
7” 

1.6’
5” 
Steel roadbox
2’ 
3’ 

2.0” 2.375”
Schedule 40 PVC

Bentonite chips 
8’ 

Bentonite Chips (hydrated) 
10.5’ 

12.5’

~8”
Schedule 40 PVC
0.010”

2.0” 2.375”

No. 0 Silica Sand 

22.5’ 

23.5’ 

Natural Collapse

24’ 

TtNUS Form 0058

Between 462 & 448 
Housatonic Ave. 

1.0’ Sump 

D. Hartigan 9/17/03 

Elevation Top of Protective Casing    18.99 Ft. 
 
Elevation Top of Riser Pipe   18.37 Ft. 

19.0 Ft. 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

T. Dorgan 
 

M. Larabie
11/12/02

N4236-0320
MW-534SG 

SB-534SG

0.5’
Cement 
7” 

1.6’
5” 
Steel 
2’ 
3’ 

¾” 1.125”
Schedule 40 PVC

N/A 
3’ 

Granular Bentonite (hydrated) 
6.5’ 

7’ 

7”
Schedule 40 PVC
0.010”

1.5” 1.875”

No. 0 Silica Sand 

8’ 

8’ 

N/A 

8’ 

TtNUS Form 0058

462 & 448 Housatonic Ave. 
 

1.0’ Sump 

Valve

3/8” ID Teflon 
Tubing 

D. Hartigan 9/17/03 

Elevation Top of Protective Casing     19.10 Ft. 
 
Elevation Top of Riser Pipe   N/A 

19.1 Ft. 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

T. Dorgan 
 

M. Larabie
11/12/02

N4236-0320
MW-535S 

SB-535S

1.05’
Concrete 
7” 

1.5’
5” 
Steel 
2’ 
2.5’

¾” 1.125”
PVC 

N/A 
2.5’ 

Granular Bentonite 

3’ 

5’ 

7”
Schedule 40 PVC
0.010”

1.5” 1.875”

No. 0 Silica Sand 

10’ 

10.68’ 

Bentonite (Granular)

16’ 

TtNUS Form 0058

520 Housatonic Backyard 
 

Valve

1’ sump 

D. Hartigan 9/17/03 

Elevation Top of Protective Casing    8.56 
Ft. 
 
Elevation Top of Riser Pipe    7.48 Ft. 

8.5 Ft. 

11.2’ Total Depth 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

T. Dorgan 
 

M. Larabie
11/12/02

N4236-0320
MW-535SG 

SB-535SG

 
Concrete 
7” 

1.5’
5” 
Steel 
2’ 
3’ 

¾” 1.125” 
Schedule 40 PVC

N/A 
3’ 

Granular Bentonite 

5.5’ 

6’ 

7”
Schedule 40 PVC
0.010”

1.5” 1.875”

No. 0 Silica Sand 

7’ 

8’ 

N/A 

8’ 

TtNUS Form 0058

Backyard 520 Housatonic Ave. 
 

Valve

3/8” ID Teflon 
Tubing 

D. Hartigan 9/17/03 

Elevation Top of Protective Casing    8.66 
Ft. 
 
Elevation Top of Riser Pipe  N/A 

  8.5 Ft. 
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GROUND
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LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark OU2 
Stratford, CT 

 U.S EPA Region I 

ADT  Les Darrow 
J. Lambert  
 

  11/19/02 
 

N4236-0320 
MW-536S 

SB-536S 

Empty lot behind upholstery 
 

2.7’ 

2.3’ 

Concrete pad 
18” 
1.0’ 
4” 

Steel, stick up 
2.3’ 
3.0’ 

 2.375” 2” 
PVC 

    N/A 
3.0’ 
Bentonite Chips 

7.0’ 
8.8’ 

4” 

PVC 
0.010” 

2.375”    2” 
Med. sand 

18.8’ 

20.0’ 

N/A 
20’ 

 

 

 

 

TtNUS Form 0059 

                 Centralizer 
 
 
                 1.2’ Sump 

Topsoil 0-4” 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing   18.49 feet 
 
Elevation Top of Riser Pipe    18.20 feet 

18.5 feet 
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WELL NO:

BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

LENGTH OF PROTECTIVE CASING ABOVE
GROUND SURFACE (Ft.)
LENGTH OF RISER PIPE ABOVE GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

OVERBURDEN MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TYPE OF BACKFILL BELOW FILTER PACK

END OF BORING(Ft.)

 

Raymark OU2 
Stratford, CT 

 U.S EPA Region I 

ADT  Les Darrow 

J. Lambert  
 

  11/19/02 
 

N4236-0320 
MW-536SG 

SB-536SG 

Empty lot behind upholstery shop.
 

2.5’ 

1.5’ 

Concrete pad 
18” 
1.0’ 
4” 

Steel casing 
    2.5’ 
3.0’ 

1.125” ¾” 
PVC 

    N/A 
3.0’ 
Bentonite Chips 

6.5’ 
7.0’ 

4” 

PVC 
0.010” 

2.375”    2.0” 
Med. sand 

8.0’ 

8.0’ 

N/A 
8.0’ 

 

 

 

 

TtNUS Form 0059 

                 Centralizer 
 
 
                 1.2’ Sump 

J. Danieli, D. Hartigan 8/18/03, 9/23/03 

Elevation Top of Protective Casing    18.55 feet 
 
Elevation Top of Riser Pipe   N/A 

18.6 feet 



  
Raymark OU2   

Stratford, CT 

U.S EPA Region I 
ADT 

G. Sturgeon 
 

Les Darrow
5/6/03 – 5/9/03

N4236-0320
TW-01 

TW-01

0.65’
Concrete  
~26” 

1.5’
24” X 24”
Steel man hole
1.5’
2.0’

8” 8.5”
Schedule 40 PVC

Cement grout 
13’ 

Bentonite chips 

15’ 

48’

14”
Stainless steel
0.03”

8” 8.5”

# 2 Sand 

68’ 

69’ 

N/A 

69’ 

TtNUS Form 0058

Behind Marshall’s & between 
MW-504 & MW-505 

1.2’ sump 

9.5 ft 
 
Locking Lid 
on top of 
PVC 

Man-hole with padlock

D. Hartigan 9/17/03 

Elevation Top of Protective Casing     9.50 
Ft. 
 
Elevation Top of Riser Pipe     8.85 Ft. 
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BORING NO:

BORING LOCATION:

PROJECT NO:

OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

OU2-Dock Property Wells 

Stratford, CT 
7607-0330 

MW-1B

MW-1B

East of E. Main St. 

North of Sidney Street

EnviroTech/AKRF Dan/Stephen Grens

11/13/97 

US EPA – New England 

0.46’ 

16.62’ 

16.17’ 

16.63’ 

Quikrete Cement 

12-14” 

2/3 rds (0.67’) 

6” 

¼” steel cover w/stovepipe casing 

5/6 ths (0.83)’ 

1.2’ 

2.3” 2.03” 

PVC 

Cement/Bentonite Grout 

55.5’ 

(M) Bentonite Chips 

58’ 

59.5’ 

4” 

PVC 

0.010” factory slotted 

2.03” 2.3” 

75.0’ 

74.5’ 

Morie #1 (M) Sand 

56’ 

 

75.0 

Joe Mello 

3” long, screw-on well point @ the 
bottom of the well screen 
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PROJECT NO:

OF

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING

LENGTH RISER PIPE BELOW GRD. SURF.(Ft.)
TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)

TYPE OF BACKFILL (GROUT)

END OF BORING

FLUSH MOUNT MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

BELOW FILTER PACK

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation Indicates that Surveyed Ground Elevation is
NOT Available.

 

Raymark OU2/Phase I Groundwater – Dock Property Wells

Stratford, CT 

US EPA, RAC I 

EnviroTech/AKRF 

Joe Mello 

16.34’ 

Dan/Stephen Grens

11/13/97 

7607-0320

MW-1B

East of E. Main St.  North of

Sidney Street 

0.33’ 

Quikrete cement
12-14” 

0.67’ 

6” 

¼” steel cover w/ stovepipe casing 

0.83’ 

1.2’ 

2.3” 2.03” 

PVC 

Cement/Bentonite Grout 

24’ 

(M) Bentonite Chips 

28.5’ 

31’ 

4.25-8” 

PVC 

0.010” factory slotted 

2.03” 2.3” 

Morie #1 (M) sand 

36’ 

37.0’ 

None 

37.0’ 

MW-1M 

-  Boring Advanced w/auger 
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ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

OU2-Dock Property Wells 

    Stratford, CT 
7607-0330

MW-4B

MW-4B 

North of Rte. 95 East of Stop & 
Shop – “Dock” 

EnviroTech/AKRF Dan/Stephen Grens 

11/18/97 

    US EPA – RAC, Region I 

0.31’ 

14.63‘ 

14.31’ 

14.62’ 

Quikrete Cement 

12-14 

0.67 

6 

¼” steel cover w/ stovepipe casing 

0.83’ 

1.2’ 

2.28” 2.03” 

PVC 

Cement/Bentonite Chips 

29 

(M) Bentonite Chips 

33.5’ 

36.2’ 

4” 

PVC 

0.01” factory slotted 

  2.03” 2.28” 

51.5’ 

51.2’ 

Morie #1 (M) Sand 

  30.5’ 

 

51.5 

Joe Mello 
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OF

ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

OU2-Dock Property Wells

Stratford, CT  

7607-0330

MW-4D

MW-4D

North of Rte. 95, East of Stop &

Shop – ‘Dock’ East of MW-4B

EnviroTech/AKRF 

Joe Mello 
Dan/Stephen Grens

11-17-97

US EPA, Region I, RAC 

0.24’ 

14.62’ 

        14.38’ 

14.62’ 
Quikrete Cement

12-14” 

0.67’ 

  6” 

¼” steel cover w/stovepipe casing 

0.83’ 

2’ 

2.28” 2.03” 

PVC 

None 

2’ 

(M) Bentonite Chips

17.6’ 

19.3’ 

4.25-8” 

PVC 

0.010” factory slotted 

2.03” 2.28” 

24.6’ 

24.3’ 
Morie #1 (M) Sand
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ELEVATION TOP OF PROTECTIVE
CASING

ELEVATION TOP OF
RISER PIPE

GROUND
ELEVATION

FLUSH MOUNT PROTECTIVE CASING
GROUND SURFACE (Ft.)

LENGTH OF RISER PIPE BELOW GROUND
SURFACE (Ft.)

TYPE OF SURFACE SEAL

DEPTH TO BOTTOM OF SURFACE SEAL (Ft.)

I.D. OF PROTECTIVE CASING (In.)

TYPE OF PROTECTIVE CASING

DEPTH BOTTOM OF PROTECTIVE CASING (Ft.)

DEPTH TOP OF SEAL (Ft.)

TYPE OF BACKFILL AROUND RISER PIPE

RISER PIPE (In.)

TYPE OF RISER PIPE

TYPE OF SEAL

DEPTH TOP OF PERVIOUS SECTION (Ft.)

DIAMETER OF BOREHOLE (In.)

TYPE OF PERVIOUS SECTION

PERVIOUS SECTION (In.)

TYPE OF OPENINGS

TYPE OF FILTER PACK AROUND
PERVIOUS SECTION

DEPTH BOTTOM OF PERVIOUS SECTION (Ft.)

DEPTH BOTTOM OF FILTER PACK (Ft.)END OF BORING @

BEDROCK MONITORING WELL CONSTRUCTION LOG TETRA TECH NUS, INC.

DEPTH BOTTOM OF SEAL (Ft.)

1

DIA. SURFACE SEAL BGS (In.)

SAND DRAIN LAYER

DEPTH BOTTOM OF DRAIN LAYER (Ft.)

1

I.D.: O.D.:

I.D.: O.D.:

G E N E R A L   N O T E :

1. Entry of 0.00 for Ground Elevation, Elev. Top of Riser Pipe & Elev. Top of Protective Casing
Indicates that Surveyed Ground Elevation Not Available.

TO BEDROCK (Ft.)
DEPTH

DEPTH TO RING (Ft.)

Ft.

OU2-Dock Property Wells

Stratford, CT  

7607-0330

MW-4S

MW-4S

North of Rte. 95, East of Stop &

Shop – ‘Dock’ East of MW-4B

EnviroTech/AKRF 

Joe Mello 
Dan/Stephen Grens

11-18-97

US EPA, Region I, RAC 

0.38’ 

14.71’ 

        14.34’ 

14.72’ 
Quikrete Cement

12-14” 

0.67’ 

  6” 

¼” steel cover w/stovepipe casing 

0.83’ 

2.5’ 

2.28” 2.03” 

PVC 

Morie #1 Sand 

2.5’ 

(M) Bentonite Chips

5’ 

7’ 

4.25-8” 

PVC 

0.010” factory slotted 

2.03” 2.28” 

18’ 

17’ 
Morie #1 (M) Sand
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